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1
Decision/action requested

The group is asked to discuss the proposal.
2
Rationale
For LWIP, the user data transferred between the UE and WLAN are encapsulated using IPsec by an LWIP-SeGW, data are then transported between the LWIP-SeGW and eNB. 
Operator needs to supervise the LWIP feature, for instance to monitor whether the connection between eNB and LWIP-SeGW is healthy, whether the user data can be transmitted/received via an associated WLAN, etc. Therefore operators need to monitor the alarms related to LWIP.
3
Proposal
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5.2.3
Fault Management use cases for LWIP

5.2.3.x
Alarm monitoring for LWIP

5.2.3.x.1
Issues
Operator needs to supervise whether the LWIP is running normally. Therefore, operator needs to monitor the alarms related to the LWIP, such as the connection failure with LWIP-SeGW from eNB, data cannot be transmitted/received via an associated WLAN, etc. When necessary, operator needs to take actions to mitigate the faults.

5.2.3.x.2
Pre-conditions

The LWIP is in operation.
5.2.3.x.3
Description
EM monitors the alarms related to the LWIP on an eNB, and reports to NM. The alarms reported to NM need to include some detailed information such as probable cause, location of the faulty part (e.g., connection failure with an LWIP-SeGW, data cannot be transmitted via an associated WLAN, etc.) to facilitate operator to mitigate the faults.

NM takes appropriate actions to solve the problems when necessary.

5.2.3.x.4
Post-conditions

The NM has received the alarms related to LWIP if any.
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6.2.3
Fault Management requirements for LWIP

REQ-FM_LWIP_CON-x EM of an eNB should have a capability to send alarms related to LWIP to NM. The alarms need to include the detailed information (such as probable cause and location of the faulty part) about the fault to facilitate operator to mitigate the faults.
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