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1
Decision/action requested

Discuss and approve the text proposal.
2
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3
Rationale

According to the usecase described in clause 5.1.1 in TS 28.531[2], NSMF/NSSMF can interface with TN Manager directly or through other management system (e.g. MANO).
As consumer of TN management services, NSMF/NSSMF needs to open for each TN Management Service Provider. So coordination with TN Manager in interface A of option#1 and interface B of option#2 needs to align the procedure.
This contribution also proposes to add general procedure for TN coordination supporting network slicing.
4
Detailed proposal

It is proposed to make the following changes to draft TS 28.532 [3].
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7.X
Procedure of TN coordination supporting network slicing
The Figure 7.x-1 illustrates the procedure of TN coordination to satisfy the TN related requirements supporting network slice (subnet) instance which contains TN part.
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Figure 7.X-1: Procedure of TN coordination
1)
NS(S) MS Provider (NSMF and/or NSSMF) checks the capability (e.g. Qos support) of TN which are managed by corresponding TN MS Provider (e.g. TNSM defined in BBF SD-406[x], MANO).
2)
NS(S) MS Provider derives the TN related requirements (e.g. latency, bandwidth, isolation) for the TN part supporting network slicing. NS(S) MS Provider may decide which TN MS Provider to be used to provide the TN management service. The TN MS provider may be specified in the network slice (subnet) requirements, or TN MS provider can be decided by NS(S) MS provider based on some policy configured by Operator. 

4)
NS(S) MS Provider sends the TN allocation request to the TN MS Provider to allocate the transport network. The following requirements is included in the request:

- endpoint information (e.g. IP address)

- latency

- bandwidth

- isolation requirements
Editor's Note: Other requirements may be included in the request which is FFS.
5)
When TN MS provider allocates the transport network, TN MS provider responses to the TN allocation request. 
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