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	First change


3.2
Symbols

For the purposes of the present document, the following symbols apply:

Bc
Reference point for the CDR file transfer from the Circuit Switched CGF to the BD.
Bcp 
Reference point for the CDR file transfer from the CP data transfer CGF to the BD.
Bi
Reference point for the CDR file transfer from the IMS CGF to the BD.

Bl
Reference point for the CDR file transfer from the GMLC CGF to the BD.

Bm
Reference point for the CDR file transfer from the MMS CGF to the BD.

Bmb
Reference point for the CDR file transfer from the MBMS CGF to the BD.
Bmn
Reference point for the CDR file transfer from the Monitoring Event CGF to the BD.
Bo
Reference point for the CDR file transfer from the OCF CGF to the BD.

Bp
Reference point for the CDR file transfer from the Packet Switched CGF to the BD. 
Bpr
Reference point for CDR file transfer between ProSe CGF and the BD.
Bs
Reference point for the CDR file transfer for CAMEL services to the BD, i.e. from the SCF CGF to the BD.
Bsm
Reference point for the CDR file transfer from SMS CGF to the BD

Bt
Reference point for the CDR file transfer from the PoC CGF to the BD.

Bw
Reference point for the CDR file transfer from the WLAN CGF to the BD (discontinued in Release 12).

Bx
Reference point for CDR file transfer between any (generic) 3G domain, subsystem or service CGF and the BD.

Ga
Reference point for CDR transfer between a CDF and the CGF.

Rf
Offline Charging Reference Point between the CTF within a 3G network entity and the CDF.
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