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1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

 [1]
3GPP TS 28.530: 3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Telecommunication management; Management of 5G networks and network slicing; Concepts, use cases and requirements (Release 15)
3
Rationale


Editorial change to align with text.
4
Detailed proposal

First Change
4.1.3
Communication services using network slice instances
As an example, a variety of communication services instances provided by multiple NSI(s) are illustrated in the figure 4.1.3.1. Figure 4.1.3.1 is only for illustrative purposes to highlight the combination and relationship of Communication Services to Network Slices without depicting any UE. An actual network slice deployment offering communication services to UEs will need to comply with the 5G system architecture defined in TS 23.501 [3] and TS 38.401 [4].
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Figure 4.1.3.1: A variety of communication services instances provided by multiple NSIs

Different NSIs (NSI A, NSI B and NSI C) contains NFs (e.g. belonging to NSSI AN-1, NSSI AN-2, NSSI CN-1, NSSI CN-2 and NSSI CN-3) as well as all information relevant to the interconnections between these NFs. Different Communication Service Instances are provided by CSP through using different NSIs. For example, Communication Service Instance 1 and Communication Service Instance 2 use NSI A which contains dedicated NSSIs (NSSI CN-1 and NSSI AN-1), Communication Service Instance 3 uses NSI C which contains a dedicated NSSI (NSSI CN-3) and a NSSI (NSSI AN-2) shared with NSI B.
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