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1
Decision/action requested

Approve the proposed use case.
2
References

[1]
3GPP TS 32.545 skeleton
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S5-176541 pCR TS 28.cde Add new skeleton clauses
3
Rationale

This contribution proposes to add use case and requirement about getting alarmlist from NSMF.
4
Detailed proposal

	1st modified section


5.1
Use cases

5.1.X Get alarm list of NSI
	Use case stage
	Evolution/Specification

	<<Uses>>
Related use

	Goal 
	To get alarm list of NSI.
	

	Actors and Roles
	
An authorized consumer of the A-AlarmListReading service.


	

	Telecom resources
	
Network slice instance
	

	Assumptions
	N/A
	

	Pre-conditions
	
The NSI has been deployed.

The producer of the A-AlarmListReading service is in operation.
	

	Begins when 
	The authorized consumer decides to get the alarm list of an NSI.
	

	Step 1 (M)
	The authorized consumer requires the producer of A-AlarmListReading service to report the alarm list of the NSI.
	

	Step 2 (M)
	The Producer of the A-AlarmListReading service sends the alarm list to the the authorized consumer.
	

	Ends when
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The authorized consumer has got the alarm list of the NSI.
	

	Traceability
	REQ-FM_NSI_AL-FUN-X 
	


	2nd modified section


5.2
Requirements
5.2.X Requirements for  A-AlarmListReading service
REQ-FM_NSI_AL-FUN-X
The A-AlarmListReading service shall have the capability to provide the alarm list of an  NSI.
Editor’s Note: the name of the A-AlarmListReading service needs revisiting according to the discussion of service based management architecture.
	End of modified sections


