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1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
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3
Rationale

The use cases and requirements on network slice instance deallocation and network slice subnet instance deallocation have been specified in [1]. In this contribution, the operations for NetworkSliceAllocation service and NetworkSliceSubnetAllocation service are described for network slice instance deallocation and network slice subnet instance deallocation, respectively.
4
Detailed proposal

It is proposed to make the following changes to draft TS 28.532 [2].
	1st change


5 Interfaces for provisioning of networks and network slicing
5.1.X DeallocateMNSI operation
5.1.X.1 Description
The network slice provisioning provider (i.e., NSMF) invokes this operation to deallocate an NSI.
This operation can only be used when an NSI is allocated.
Depending on the network slice provisioning service provider’s decision, this operation may terminate the NSI.
5.1.X.2 Input parameters

	Name
	Qualifier
	Information Type
	Comment

	mNSIId
	M
	DN
	This parameter identifies an NSI that is to be deallocated. 


5.1.X.3 Output parameters

	Name
	Qualifier
	Information Type
	Comment

	status
	M
	Enum (OperationSucceeded, OperationFailed)
	An operation may fail because of a specified or unspecified reason.

	deallocateType
	O
	Enum (NSIDeallocated, NSITerminated)
	Signals whether the NSI is terminated or not. 
For example, in case the NSI is supporting other services, it is deallocated but not terminated.


5.1.X.4 Results
In case of success deallocation of the NSI, the NSI no longer supports the sepecified communication service. 

	2nd change


5 Interfaces for provisioning of networks and network slicing
5.1.Y DeallocateMNSSI operation
5.1.Y.1 Description
The network slice subnet provisioning provider (i.e., NSSMF) invokes this operation to deallocate an NSSI.

This operation can only be used when the target NSSI is allocated to an NSI or the target NSSI is allocated to other NSSI.

Depending on the network slice subnet provisioning service provider’s decision, this operation may terminate the NSSI.

5.1.Y.2 Input parameters

	Name
	Qualifier
	Information Type
	Comment

	mNSSIId
	M
	DN
	This parameter identifies an NSSI that is to be deallocated. 

	mNSIId
	O
	DN
	This parameter identifies the NSI to which the NSSI is deallocated.


5.1.Y.3 Output parameters

	Name
	Qualifier
	Information Type
	Comment

	status
	M
	ENUM (OperationSucceeded, OperationFailed)
	An operation may fail because of a specified or unspecified reason.

	DeallocateType
	O
	ENUM (NSSIDeallocated, NSSITerminated)
	Signals whether the NSSI is terminated or not.
For example, in case the NSSI is supporting other NSIs or master NSSIs, the NSSI is not terminated.


5.1.Y.4 Results
In case of success deallocation of the target NSSI, the target NSSI no longer supports the sepecified NSI or other NSSI. 

	End of changes


