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1
Decision/action requested

Approve the proposed text.
2
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3
Rationale

This contribution proposes to add the definitions of notifyChangedAlarm interfaces of AlarmNotification services in draft TS 28.546.
4
Detailed proposal

	1st modified section


5.X
TBD
5.X.a

notifyChangedAlarm
5.X.a.1
Definition
The subscribed consumer is notified regarding changes in AlarmInformation in AlarmList. This notification is only triggered by a change in perceivedSeverity attribute value (except to the value "Cleared"). The AlarmInformation carried in the notification shall satisfy the current filter constraint of the consumer’s subscription. 
The notification shall contain all parameters that are filterable and are present in the original (related) notifyNewAlarm notification.
5.X.a.2
Input Parameters
	Parameter Name
	Qualifier
	Matching Information/ Information Type / Legal Values
	Comment

	objectClass
	M
	MonitoredEntity.objectClass 

It shall carry the MonitoredEntity class name.
	The MonitoredEntity is identified by the relation-AlarmedObject-AlarmInformation of the new AlarmInformation.

	objectInstance
	M
	MonitoredEntity.objectInstance

It shall carry the Distinguished Name (DN) of the instance of MonitoredEntity class.
	The MonitoredEntity is identified by the relation-AlarmedObject-AlarmInformation of the new AlarmInformation.

	notificationId
	M
	This is an identifier for the notification, which may be used to correlate notifications. The identifier of the notification shall be chosen to be unique across all notifications of a particular managed object throughout the time that correlation is significant, it uniquely identifies the notification from other notifications generated by the subject Information Object.
	

	eventTime
	M
	AlarmInformation.alarmRaisedTime
	

	systemDN
	C
	It shall carry the DN of service providers.
	

	notificationType
	M
	"notifyChangedAlarm"
	

	probableCause
	M
	AlarmInformation.probableCause
	

	perceivedSeverity
	M
	AlarmInformation.perceivedSeverity
	

	alarmType
	M
	AlarmInformation.eventType
	

	alarmId
	M
	AlarmInformation.alarmId
	

	NOTE:   MonitoredEntity represents objects that can have an alarmed state.




5.X.a.3
Triggering event
5.X.a.3.1
From-state

alarmMatched AND alarmNotCleared AND alarmChanged.

	Assertion Name
	Definition

	alarmMatched
	The matching-criteria-attributes of the newly generated network alarm has values that are identical (matches) with ones in one AlarmInformation in AlarmList. 

	alarmNotCleared
	The perceivedSeverity of the newly generated network alarm is not Cleared.

	alarmChanged
	The perceivedSeverity of the newly generated network alarm and of the matched AlarmInformation are different. 


5.X.a.3.2
To-state
informationUpdate.
	Assertion Name
	Definition

	informationUpdate
	· The AlarmInformation identified in alarmMatched in from-state has been updated according to the following rules: perceivedSeverity is updated;

· notificationId is updated;

· alarmChangedTime is updated;

· ackTime, ackUserId and ackSystemId are updated to contain no information;

· ackState is updated to "unacknowledged";


	











	











	End of modified sections


