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1
Decision/action requested

Approve the proposed text.
2
References

[1]
3GPP TS 32.546 V0.0.0
[2]
S5-181572
3
Rationale

This contribution proposes to add the definitions of the notifyAlarmListRebuilt interface for AlarmNotification services in draft TS 28.546.
4
Detailed proposal

	1st modified section


5.X
NetworkSliceAlarmNotification
5.X.1

notifyAlarmListRebuilt
5.X.1.1
Definition
This interface supports notifing the alarm list rebuilding information if part or all of AlarmList has been rebuilt.
5.X.1.2
Input Parameters
	Parameter Name
	Qualifier
	Legal type
	Comment

	objectClass
	M
	--
	It identifies the object class that changed state.

	objectInstance
	M
	--
	It identifies the object instance that changed state.

	notificationId
	M
	--
	It identifies the notification that carries the AlarmInformation.

	eventTime
	M
	--
	It identifies the last time when the event occured.

	notificationType
	M
	"notifyAlarmListRebuilt".
	

	Reason
	M
	"System-NE communication error", "System restarts", "indeterminate". Other values can be added.
	It carries the reason why the system has rebuilt the AlarmList. This may carry different reasons than that carried by the immediate previous notifyPotentialFaultyAlarmList.


5.X.1.3
Triggering event

5.X.1.3.1
From-state
alarmListRebuilt_0 OR alarmListRebuilt_1.
	Assertion Name
	Definition

	alarmListRebuilt_0
	Provider has cold-started, initialized, re-initialized or rebooted and it has initiated procedure to rebuild its AlarmList.

	alarmListRebuilt_1
	Provider loses confidence in part or whole of its AlarmList. Provider has initiated procedure to repair its AlarmList.


5.X.1.3.2
To-state
alarmListRebuilt_2.
	Assertion Name
	Definition

	alarmListRebuilt_2
	Provider rebuilts the whole or part of AlarmList. 


	2nd modified section


5.Y
NetworkSliceSubnetAlarmListReading
5.Y.1

notifyAlarmListRebuilt

5.Y.1.1
Definition
This interface supports notifing the alarm list rebuilding information if part or all of AlarmList has been rebuilt.
5.Y.1.2
Input Parameters
Same as 5.X.1.2

5.Y.1.3
Triggering event

Same as 5.X.1.3

	3rd modified section


5.Z
NetworkFunctionAlarmListReading

5.Z.1

notifyAlarmListRebuilt

5.Z.1.1
Definition
This interface supports notifing the alarm list rebuilding information if part or all of AlarmList has been rebuilt.
5.Z.1.2
Input Parameters
Same as 5.X.1.2

5.Z.1.3
Triggering event

Same as 5.X.1.3
	End of modified sections


