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Rationale

The text in the 5.1.3 needs some cleanup. For example, the Goal is defined as “To terminate an existing network slice instance which is no longer needed”, but the Step 1 is checking if the NSI really is not needed.
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Detailed proposal

	1st modified section


5.1.3
Network slice instance termination
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To terminate an existing network slice instance in case it is no longer needed.
	

	Actors and Roles
	NSMF manages the network slice instance
NSSMF manages the network slice subnet instance
	

	Telecom resources
	Network slice instance
Network slice subnet instances
	

	Assumptions
	N/A
	

	Pre-conditions
	N/A
	

	Begins when 
	NSMF receives the request indicating that an existing NSI is no longer needed to support particular service. The NSI  identification is included in the request.
	

	Step 1 (M)
	Based on the request, NSMF checks if there are no other services to be supported by the NSI. If there are none the NSMF may decide to terminate the NSI; then proceed to Step 2.
Otherwise, NSMF may decide to trigger to modify the NSI or to do nothing. 
The use case is completed; skip the remaining steps.

NOTE: The use case for NSI modification is studied in other clauses.
	NSI modification use case

	Step 2 (M)
	If the NSI to be terminated is in active state, NSMF de-activates the NSI. Then, the NSI to be terminated is inactive.

NOTE: The  use case for NSI de-activation is studied in other clauses.
	NSI de-activation use case

	Step 3 (M)
	NSMF identifies the network slice subnet instances used by the NSI , and for every such NSSI sends the request to the NSSMF indicating that the NSSI is no longer needed for the NSI. NSSMF may decide to terminate or modify the NSSI based on the request.


Editor’s note: Whether NSMF can directly request NSSMF to terminate an NSSI is FFS.
	

	Step 4 (M)
	NSMF receives the response from NSSMF.
	

	Step 5 (M)
	NSMF notifies its consumer of the NSI termination.
	

	Ends when 
	All the steps identified above are successfully completed completed or skipped per condition in the Step 1.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The NSI has been terminated.
	

	Traceability 
	REQ-NSM_NSMF-FUN-4
	


Editor’s note: The Actors and Roles and Telecom resources in this use case may be revisited and align with other use cases in Clause 5.1.
	End of modified sections


