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1. Overall Description:

3GPP SA5 is currently working on the lifecycle management use cases and requirements to support the management and virtualization aspects of 5G networks, and has identified several new requirements for IFA013: 

1. Include the capability to add external connectivity to PNF and VNF instances in an NS – PNF or VNF has no external connectivity when it was created, or needs new external connectivity (S5-182473).
2. Include the capability to change external connectivity to PNF and VNF instances in an NS – connectivity change need to support the new network topology (S5-182454).

3. Include the capability to add NS virtual link instance to an NS instance – when NS has a shortage of virtual link instances to support the connectivity for PNF or VNF instance(s) (S5-182438).
In addition, we identified issues associated with connectivity among PNF, VNF instances (see the attached discussion paper (S5-182113) and CR (S5-182457) for additional information): 

1. How many VNF external CP instances can be created from one Cpd for one VNF instance?
2. How many NS virtual link instances can be created from one NS virtual link profile?
3. How are VNF external CP instance(s) created from one Cpd (when multiple VNF instances are instantiated from a VNF profile) connected to the NS virtual link instance(s) created from one NS virtual link profile?
2. Actions:

To ETSI ISG NFV IFA WG group.

ACTION: 3GPP SA5 kindly requests ETSI ISG NFV IFA WG to solve the requirements and issues above-mentioned.
3. Date of Next TSG-SA WG5 Meetings:

SA5#119
14-18 May 2018


La Jolla, US
SA5#119 Ad-Hoc
26-28 June 2018


Stockholm, Sweden
SA5#120
20-24 May 2018


Belgrade

