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1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

[1]
3GPP TS 28.546-010 Management and orchestration of networks and network slicing; Fault Supervision (FS);Stage 2 and stage 3 (Release 15)
3
Rationale

This document is provided to give definitions of AlarmList and MonitoredEntity for better understanding to TS 28.546.
4
Detailed proposal

	1st modified section


Annex A (normative): Information Model

……
A.X
AlarmList
A.X.1
Definition

Fault supervision SP maintains an AlarmList that contains currently active alarms (i.e. AlarmInformation whose perceivedSeverity is not Cleared) and alarms that are Cleared but not yet acknowledged. 
A.X.2
Attribute
There is no additional attribute defined for this class besides those inherited.

	2nd modified section


Annex A (normative): Information Model

……
A.Y
MonitoredEntity
A.Y.1
Definition

It represents classes that can have an alarmed state. The types of classes that can have alarmed state are:

a) All classes whose Notification Tables include alarm notifications. 

b) VSE subclass of 3GPP defined classes and VSE defined classes that can have alarmed state. 

The objectClass and objectInstance of this class identifies an instance of this class. The AlarmInformation uses this information in two places. In one place, the information is used to identify the instance that is in alarmed state. In another place, the information is used to identify an instance that can be used as the back up network/network slice resource for the instance that is in alarmed state. 
A.Y.2
Attribute
There is no additional attribute defined for this class besides those inherited.
	End of modified sections


