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1
Decision/action requested

This pCR provides bindings of CDR parameter, Information Element and Attribute.
2
References

[1]
3GPP TS 32.291 " Telecommunication management; Charging management; 5G system; Charging service;stage 3". 
3
Rationale

This pCR proposes to introduce the bindings of CDR parameter, Information Element and Attribute in TS 32.291 " Telecommunication management; Charging management; 5G system; Charging service;stage 3".  
4
Detailed proposal

Propose to incorporate the following change into the TS 32.291[1].   

	First change


5.4.4
Bindings of CDR parameter, Information Element and Attribute

This clause aims to describe the mapping between the Service Charging Information fields, Data Type and CDR parameter for 5G charging.

Table 5.4.4.1 describes the mapping of the Information Element, AVP and CDR parameter of SMF-CDR for 5G charging. 

Table 5.4.4.1: Bindings of CDR parameter, Information Element and Data Type


	CDR Parameter
	Information Element
	Data Type

	Record Opening Time
	-
	-

	Duration
	-
	-

	Cause for Record Closing
	-
	-

	Record Sequence Number
	-
	-

	Local Record Sequence Number
	-
	-

	Record Extensions
	-
	-

	
	5G data connectivity charging information
	ChargingData

	Record Type
	Node Functionality
	/NodeFunctionality

	Charging ID
	Charging ID
	/ChargingID

	Served SUPI
	User Information
User Identifier
	/userInformation/userIds/IdValue

	Served GPSI
	User Information
User Identifier
	/userInformation/userIds/IdValue

	Served PEI
	User Information
User Equipment Info
	/userInformation/userEquipment

	PDU Session ID
	PDU Session ID
	/pduSessionInformation/pduSessionID

	PDU Type
	PDU Type
	/pduSessionInformation/pdpType

	PDU Address
	PDU Address
	/pduSessionInformation/pduAddress

	Data Network Name Identifier 
	DNN ID
	/pduSessionInformation/dnn

	SSC Mode
	SSC Mode
	/pduSessionInformation/sscMode

	SMF Address
	SMF Address
	/pduSessionInformation/smfAddress

	SMF PLMN ID
	SMF PLMN ID
	/pduSessionInformation/vPlmnId

	SUPI PLMN ID
	SUPI PLMN ID
	/pduSessionInformation/hPlmnId

	Serving node Identifier 
	Serving node Identifier
	/servingNodeIdentifier

	RAT Type
	RAT Type
	/pduSessionInformation/ratType

	User Location Information
	User Information
User Location Info
	/userInformation/userLocationinfo

	UE Time Zone 
	UE Time Zone
	/timeZone

	QoS Information
	QoS information
	/pduSessionInformation/sessionQoS

	Charging Characteristics
	Charging Characteristics
	/pduSessionInformation/ chargingCharacteristics

	Charging Characteristics Selection Mode
	Charging Characteristics Selection Mode
	/pduSessionInformation/chargingCharacteristicsSelectionMode

	PDU session Start Time
	Start Time
	/pduSessionInformation/pduSessionStartTime

	PDU session Stop Time
	Stop Time
	/pduSessionInformation/pduSessionStopTime

	List of Multiple Unit Operation 
	offlineUsage
	/offlineUsage

	Diagnostics
	Diagnostics
	/pduSessionInformation/Diagnostics

	3GPP PS Data Off Status
	3GPP PS Data Off Status
	/pduSessionInformation/dataOffStatus

	Presence Reporting Area Information
	Presence Reporting Area Information
	/userInformation/presenceReportingArea


	End of changes


