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1
Decision/action requested

The pCR corrects the Nchf_ConvergedCharging_Notify service operation definition.
2
References

[1]
3GPP TS 32.290 " Telecommunication management; Charging management; 5G system; Services, operations and procedures of charging using Service Based Interface (SBI) ".   
3
Rationale

This pCR proposes to correct Nchf_ConvergedCharging_Notify service operation, in TS 32.290 " Telecommunication management; Charging management; 5G system; Services, operations and procedures of charging using Service Based Interface (SBI)". 
4
Detailed proposal

Propose to incorporate the following change into the TS 32.290[1].  
	First change


6.2.5
Nchf_ConvergedCharging_Notify service operation

Service operation name: Nchf_ConvergedCharging_Notify

Description: Provides notification to NF consumers of the subscribed events, i.e. any event that would lead to that the NF would need to send an Nchf_ConvergedCharging_Update reporting the current usage or to send an Nchf_ConvergedCharging_Delete to teminate the charging for PDU session.
Notify NF consumers of the subscribed events and requests an Update to be sent with the status of the service delivery.
Known NF Consumers: SMF.

Inputs, Required: PDU session id, SUPI, notification type.
Inputs, Optional: rating group, service id.

Outputs, Required: Success or Failure.
Outputs, Optional: None

Editor’s Note: The use of Notify and application session information, as well as input and outputs are for further study
	End of change


