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1
Decision/action requested

Add the changes to the 3GPP TS 32.255.
2
References

[1] 
3GPP TS 32.240: " Telecommunication management; Charging management; Charging architecture and principles"
[2] 
3GPP TS 32.290: " Services, operations and procedures of charging using Service Based Interface (SBI)"
[3]
3GPP TS 32.255: "5G Data connectivity domain charging"

[4]
3GPP TS 23.501: "System Architecture for the 5G System; Stage 2"

[5]
3GPP TS 23.502: "Procedures for the 5G System; Stage 2"

[6]
3GPP TS 23.503:"Policy and Charging Control Framework for the 5G System; Stage 2"
3
Rationale

This pCR proposes to add Charging Identifier description.
4
Detailed proposal

The following changes are proposed to be incorporated into TR 32.255 [3]
	First change


5.1.3
Charging Identifier

Charging identifier is created to allow correlation of charging information.

For the SMF the charging identifier is assigned per PDU session. At each PDU session establishment a new, i.e. assignment of a new PDU session id, PDU session specific SMF Charging Identifier is generated at the first SMF that processes the PDU session initiating request. This SMF Charging Identifier must be globally unique (at least within the PLMN) and is then used in all subsequent messages for that PDU session. 


	End of changes


