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1
Discussion
This is a pCR to TS 32.254 correcting the format of TS 32.254 v0.4.0.
2
References

[1]
3GPP TS 32.254 "Telecommunication management; Charging management; Exposure function Northbound Application Program Interfaces (APIs) charging"
3
Rationale

This pCR proposes to correct the format in TS 32.254 "Telecommunication management; Charging management; Exposure function Northbound Application Program Interfaces (APIs) charging", according to the comments from Edithelp.
4
Detailed proposal

Propose to incorporate the following change into the skeleton for TS 32.254[1].   

	First change


 2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging architecture and principles".

[2] – [49]
Void.












[50]
3GPP TS 32.299: "Telecommunication management; Charging management; Diameter charging application".

[51]
3GPP TS 32.298: "Telecommunication management; Charging management; Charging Data Record (CDR) parameter description".

[52]
3GPP TS 32.297: "Telecommunication management; Charging management; Charging Data Record (CDR) file format and transfer".

[53] 
Void.

[54]
3GPP TS 32.295: "Telecommunication management; Charging management; Charging Data Record (CDR) transfer".

[55] – [99]
Void.

[100]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[101] – [199]
Void

[200] – [229]
Void


[230]
3GPP TS 29.122: "T8 reference point for northbound Application Programming Interfaces (APIs)".

[231] – [242]
Void

[243]
3GPP TS 23.682: "Architecture enhancements to facilitate communications with packet data networks and applications".
[244] – [299]
Void

[300] – [399]
Void.

	Next changes


5.1
Northbound API charging principles
5.1.0 
General
The following are high level charging requirements for northbound API for Exposure Function which are specified in TS 23.682 [243]: 
For northbound API invocation/notification, the SCEF shall collect the following charging information: 

-
invocations/notifications count of the northbound APIs.

-
identification of the SCS/AS and the associated northbound API invocation/notification. 

-
timestamp of the northbound API invocation/notification.

-
northbound API related information, e.g. location.

	End of changes


