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1
Decision/action requested

Discuss and approve the text proposal.
2
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3
Rationale

In TS 28.531 [1], clause 5.1.12 describes the use case for network slice subnet instance modification.  This contribution is proposed to add procedure of network slice subnet instance modification in TS 28.532 [2]. 
4
Detailed proposal

It is proposed to make the following changes to draft TS 28.532 [2].
	Start of changes


7 Provisioning procedures of networks and network slicing

7.X Procedure of Network Slice Subnet Instance Modification
The Figure 7.X-1 illustrates the procedure of modifying an existing NSSI.
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Figure 7.X-1: Network Slice Subnet Instance Modification Request procedure

1)
Network Slice Subnet Management Service Provider (NSSM_SP) receives a ModifyNssiRequest from Network Slice Subnet Management Service Consumer (NSSM_SC) with the management identifier of NSSI and the new network slice subnet related requirements.
2)
Based on the new network slice subnet related requirements, NSSM_SP invokes the feasibility check procedure. If the modification requirements can be satisfied, go to step 3), else go to step 5).
3) NSSM_SP decomposes the NSSI modification request into modification requests for each NSSI constituent.
4a) If the requested NSSI constituent is constituent NSSI, NSSM_SP invokes NSSI modification procedure.
4b) If the requested NSSI constituent is NF instance, NSSM_SP invokes NF provisioning procedure.
4c)
If the NSSI contains the virtualized part, NSSM_SP invokes the NS scaling and/or NS updating procedure as described in TS 28.526 [X].
4d) If the NSSI contains the TN part, NSSM_SP invokes the TN related coordination procedure.
5) NSSM_SP sends NSSI modification results to NSSM_SC.  

Editor’s Note 1: the name of service and operations in this subclause will be revisited to align with the specifications in TS 28.533.
Editor’s Note 2: the operation of ModifyNssi is asynchronous or synchronous is FFS, depends on the discussion of definition of ModifyNssi operation.

Editor’s Note 3: the reference for TN related coordination procedure, NF provisioning procedure will be added when they are specified.
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