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	First change


W4.2.2
Inheritance

This second set of diagrams represents the inheritance hierarchy of all classes defined in this specification. These diagrams do not need to contain the complete inheritance hierarchy but shall at least contain the parent classes of all classes defined in the present document. By default, a class inherits from the class "top".

Characteristics (attributes, relationships) of imported classes need not to be repeated in the diagrams. 

NOTE:
some inheritance relationships presented in clause W4.2.2 can be repeated in clause W4.2.1 to enhance readability.

Use "This subclause depicts the inheritance relationships." as the first paragraph.

	Next change


W4.5
Common Notifications

This <Common Notifications> clause presents notifications that can be referred to by any class defined in the specification. This information is provided in tables. 

	
	
	

	
	
	

	
	
	

	
	
	


This clause shall state "None." if there are no common notifications.

W4.5.1
Alarm notifications

The following quoted text shall be copied as the only paragraph of this clause.

"This clause presents a list of notifications, defined in [x], that IRPManager can receive. The notification header attribute objectClass/objectInstance, defined in [y], shall capture the DN of an instance of a class defined in this specification."

The information is provided in a table. The following is an example.

	Name
	Qualifier
	Notes

	notifyNewAlarm
	M
	--


W4.5.2
Configuration notifications

The following quoted text shall be copied as the only paragraph of this clause.

"This clause presents a list of notifications, defined in [x], that IRPManager can receive. The notification header attribute objectClass/objectInstance, defined in [z], shall capture the DN of an instance of a class defined in this specification."

The information is provided in a table. The following is an example. 

	Name
	Qualifier
	Notes

	notifyAttributeValueChange
	O
	--

	notifyObjectCreation
	O
	--

	notifyObjectDeletion
	O
	--
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