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1
Decision/action requested

This is a pCR to TS 32.291 to update the category of charging attributes.
2
References

[1]
3GPP TS 32.291: “Charging management; 5G system, Charging service; stage 3”.
[2]
3GPP TS 32.255: “Charging management; 5G Data connectivity domain charging; stage 2”.
3
Rationale

This pCR proposes to update the category of charging attributes in table 5.4.2.6.1 in TS 32.291 [1] to keep align with TS 32.255 [2]. 
4
Detailed proposal

The following changes are proposed to be incorporated into TS 32.291 [1].
	First change


5.4.2.6
Type PDUSessionInformation
Table 5.4.2.6.1: Definition of type PDUSessionInformation

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	networkSlicingInfo
	NetworkSlicingInfo
	OM
	1
	information of network slice serving the PDU sessoin
	

	pduSessionID
	PduSessionId
	M
	1
	refer 3GPP TS 29.571 [371]
	

	pduType
	PduSessionTyperefer 3GPP TS 29.571 [371]
	OM
	1
	type of the PDU sessoin
	

	sscMode
	SscMode  (enumeration)
	OC
	1
	
	

	vPlmnId
	PlmnId
refer 3GPP TS 29.571 [371]
	OC
	
	PLMN identifier of the visited network
	

	hPlmnId
	PlmnId
refer 3GPP TS 29.571 [371]
	OC
	
	PLMN identifier of the home network
	

	ratType
	RatType
refer 3GPP TS 29.571 [371]
	OC
	
	the RAT Type of the PDU sessoin
	

	dnn
	string
	M
	
	a Data Network Name
	

	chargingCharacteristics
	string
	M
	
	the Charging Characteristics for this PDU session.
	

	chargingCharacteristicsSelectionMode
	ChargingCharacteristicsSelectionMode
	OM
	
	information about how the "Charging Characteristics" was selected.  
	

	pduSessionStartTime
	dateTime
refer 3GPP TS 29.571 [371]
	OC
	
	the time in UTC format which represents the start of a PDU session at the SMF
	

	pduSessionStopTime
	dateTime
refer 3GPP TS 29.571 [371]
	OC
	
	the time in UTC format which represents the stop of a PDU session at the SMF
	

	lowPriorityIndicator
	boolean
	O
	
	indicates if the PDU session has a low priority
	

	dataOffStatus
	boolean
	OC
	
	indicated the change in 3GPP PS Data off status of UE.
	

	pduAddress
	PDUAddress
	OC
	
	Group of user ip address
	

	diagnostics
	Diagnostics
	OC
	
	provides a more detailed cause value from SMF.
	

	UE timeZone
	UE TimeZone
refer 3GPP TS 29.571 [371]
	OC
	
	the UE Time Zone the UE is currently located
	


	End of changes


