Page 1



3GPP TSG SA WG5 (Telecom Management) Meeting #119Ad-Hoc
S5-184218
26-28 June 2018, Stockholm (Sweden)
revision of S5A-184145
Source:
Ericsson

Title:
pCR to TR 32.255 Addition of rating output in CDR
Document for:
Approval

Agenda Item:
5.2.1
1
Decision/action requested

This is a pCR to TR 32.255 Addition of rating output in CDR
2
References

[1] 
3GPP TS 32.240: " Telecommunication management; Charging management; Charging architecture and principles".

[2] 
3GPP TS 32.290: " Services, operations and procedures of charging using Service Based Interface (SBI)".

[3]
3GPP TS 32.255: "5G Data connectivity domain charging". 

[4]
3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".

[5]
3GPP TS 23.502: "Procedures for the 5G System; Stage 2".

[6]
3GPP TS 23.503:"Policy and Charging Control Framework for the 5G System; Stage 2".

3
Rationale

Since the CDR now is generated by the CHF and this have the possibility to add the rating output.
4
Detailed proposal

The following changes are proposed to be incorporated into TR 32.255 [3]  

6.1.3.2
PDU session charging data in SMF-PDU-CDR
If enabled, SMF records shall be produced for each PDU session. The fields in the record are specified in table 6.1.3.2.1.

Table 6.1.3.2.1: SMF PDU session record (SMF-PDU-CDR)

	Field
	Category
	Description

	Record Type 
	M
	SMF PDU session record.

	Recording Network Function ID
	OM
	This field holds the name of the recording entity, i.e. the CHF id.

	Network Slice Instance Identifier
	OC
	This field holds network slice information the PDU session belongs to.

	Charging ID
	M
	This field holds the PDU session Charging identifier used to identify this PDU session.

	Subscriber Identifier
	M
	This field holds the 5G Subscription Permanent Identifier (SUPI) of the served party, if available.

	User Information
	M
	This field holds of the set of user information.

	
	
	

	User Identifier
	OC
	This field holds the Generic Public Subscription Identifier (GPSI) of the served party, if available.

	User Equipment Info
	OC
	This field holds the Permanent Equipment Identifier (PEI) of the UE, if available. 

	User Location Information
	OC
	This field contains the User Location Information of the UE when the CDR is opened, if available.

	PDU Session ID
	M
	This field holds identifier of PDU session.

	SSC Mode
	OC
	This field holds SSC mode of PDU session.

	PDU Type
	OM
	This field holds the PDU Type used.

	PDU Address
	OC
	This field holds IP address allocated for the PDU session of IP type 

	Data Network Name Identifier 
	OM
	This field holds the logical name of the connected access point to the external packet data network).

	SMF Address
	OC
	This fields holds the IP Address of the SMF used.

	SUPI PLMN ID
	OC
	This field holds PLMN ID of the SUPI.

	SMF PLMN ID
	Oc
	This field holds the PLMN identifier (MCC MNC) of the SMF.

	3GPP PS Data Off Status
	OC
	This field holds the 3GPP Data off Status is Activated or Deactivated.

	Presence Reporting Area Information
	OC
	This grouped field contains the Presence Reporting Area Identifier for the UE PDU Session, additional the list(s) of elements comprising the Presence Reporting Area for UE-dedicated Presence Reporting Area(s), and the initial status of the UE presence in the Presence Reporting Area(s), if available.

	Serving Network Function ID
	M
	This field holds the list of AMF Identifiers (GUAMI) and AMF IP addresses of AMFs used during this record.

	RAT Type
	OC
	This field holds the Radio Access Technology (RAT) type used by the UE, when available. 

	UE Time Zone 
	OC
	This field holds the Time Zone of where the UE is located, if available.

	QoS Information
	OC
	This field holds the session AMBR uplink and downlink applied to the PDU session.

	Charging Characteristics
	M
	The Charging Characteristics applied to the PDU session.

	Charging Characteristics Selection Mode
	OM
	Holds information about how Charging Characteristics were selected.

	PDU session Start Time
	OC
	This field holds the time when the PDU session starts. 

	PDU session Stop Time
	OC
	This field holds the time when the PDU session is terminated.

	List of Multiple Quota Usage 
	OM
	This field holds a list of changes in charging conditions for all service data flows within this PDU session categorized per rating group or per combination of rating group and service id or per combination of rating group, sponsor identity and application service provider identity. Each change is time stamped. Charging conditions are used to categorize traffic volumes, elapsed time and number of events, such as per tariff period. 

	Record Opening Time
	M
	Time stamp when the PDU session is activated in the SMF or record opening time on subsequent partial records.

	Duration
	M
	This field holds the duration of this record.

	Record Sequence Number
	C
	Partial record sequence number, only present in case of partial records.

	Cause for Record Closing 
	M
	The reason for the release of the record.

	Diagnostics
	OM
	This field holds a more detailed reason for the release of the PDU session, when a single cause is applicable.

	Local Record Sequence Number
	OM
	Consecutive record number created by the CDF. The number is allocated sequentially including all CDR types.

	Record Extensions
	OC
	A set of network operator/manufacturer specific extensions to the record. Conditioned upon the existence of an extension.


Table 6.1.3.2.2 contains a description of the main fields in the List of Multiple Usage Reporting in SMF-PDU-CDR. The complete set of fields in the List of Multiple Unit Operation is defined in TS 32.298 [51].

Table 6.1.3.2.2: List of Multiple Quota Usage in SMF-PDU-CDR 

	Field
	Category
	Description 

	UPF Id
	OM
	Identifier of UPF.

	Rating Group
	M
	tbc

	Service Identifier
	OC
	tbc

	Charging Rule Base Name
	OC
	tbc

	AF Correlation Information
	OC
	tbc

	Local Sequence Number
	OC
	tbc

	Time of First Usage
	OC
	tbc

	Time of Last Usage
	OC
	tbc

	Time Usage
	OC
	tbc

	Service Condition Change
	M
	tbc

	QoS Information
	OC
	tbc

	Data Volume Downlink
	OC
	tbc

	Data Volume Uplink
	OC
	tbc

	Data Total Volume
	OC
	tbc

	Tariff Time Change Usage
	OC
	tbc

	Report Time
	M
	tbc

	User Location Information
	OC
	tbc

	Presence Reporting Area Status
	OC
	This field contains the status of the UE presence in Presence Reporting Area(s).

	Event Based Charging Information
	OC
	tbc

	Service Specific Info
	OC
	tbc

	RAT Type
	OC
	tbc

	Sponsor Identity
	OC
	tbc

	Application Service Provider Identity
	OC
	tbc

	Rating Indicator
	OC
	This field indicates if rating has been performed for the unit usage. 


Editor's Note: this CDR description is a basis for further work, and full content is FFS 

