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1
Decision/action requested

Include the proposal in 28.405.
2
References

-
3
Rationale

To describe the handling of measurement collection at handover.
4
Detailed proposal

	1st change


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 28.404: "Quality of Experience (QoE) measurement collection; Concepts, use cases and requirements". 
[3]
3GPP TS 28.308: "Management of Quality of Experience (QoE) measurement collection Integration Reference Point (IRP); Information Service (IS)".
[4]
3GPP TS 25.331: "Radio Resource Control (RRC) protocol specification".
[5]
3GPP TS 27.007: "AT command set for User Equipment (UE)".
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4.1.3.1
Handover between cells within an RNC
When handover is made and no Recording session id is provided, the measurement area is checked. 
· If the mobile is inside the measurement area after the handover, the RNC sends in an indication that the UE is inside the measurement area in the RRCConnectionReconfiguration message [4] to the UE. The UE send the BBBB AT command [5] to the application to inform that recording shall start if the application becomes active (when the UE moves into the measurement area). 

· If the mobile has moved outside the measurement area, there is no indication that the UE is inside the measurement area in the RRCConnectionReconfiguration message [4] from the RNC to the UE. The UE sends the BBBB AT command [5] to the application to inform that recording shall not be started even if the application becomes active. 
Editor’s note: BBBB need to be coordinated with other WGs.
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