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Decision/action requested

This is a pCR to TR 32.255 Introduction of error handling
2
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3
Rationale

This pCR proposes to introduce error handling in TS 32.291.
4
Detailed proposal

The following changes are proposed to be incorporated into TS 32.291 [3]  

	First change


5.5
Error handling

5.5.1
General

HTTP error handling shall be supported as specified in subclause 5.2.4 of 3GPP TS 29.500 [4].

For the Nchf_ConvergedCharging API, HTTP error responses shall be supported as specified in subclause 4.8 of 3GPP TS 29.501 [2]. Protocol errors and application errors specified in table 5.2.7.2-1 of 3GPP TS 29.500 [4] shall be supported for an HTTP method if the corresponding HTTP status codes are specified as mandatory for that HTTP method in table 5.2.7.1-1 of 3GPP TS 29.500 [4]. In addition, the requirements in the following subclauses shall apply.

5.5.2
Protocol Errors

In this Release of the specification, there are no additional protocol errors applicable for the Nchf_ConvergedCharging API compared to the Protocol Error Handling specified in subclause 5.2.7.2 of 3GPP TS 29.500 [7].
5.5.3
Application Errors

The application errors defined for the Nchf_ConvergedCharging API are listed in table 5.5.3-1. The CHF shall include in the HTTP status code a "ProblemDetails" data structure with the "cause" attribute indicating the application error as listed in table 5.5.3-1. The common application errors defined in the Table 5.2.7.2-1 in 3GPP TS 29.500 [7] may also be used for the Npcf_ConvergedCharging service.
Table 5.5.3-1: Application errors

	Application Error
	HTTP status code
	Description

	CHARGING_FAILED
	400 Bad Request
	The HTTP request is rejected because the set of session or subscriber information needed by the CHF for charging or CDR creation is incomplete or erroneous or not available. (E.g. Rating Group, subscriber information)

	CHARGING_NOT_APPLICABLE
	403 Forbidden
	The HTTP request is rejected by the CHF since it has been determined that the service can be granted to the end user without any charging or CDR creation.

	USER_UNKNOWN
	404 Not Found
	The HTTP request is rejected because the end user specified in the request cannot be served by the CHF.

	CHARGING_METHOD_NOT_ALLOWED
	405 Method Not Allowed
	The HTTP request is rejected by the CHF since the requested Charging method is not allowed.


	End of change


