3GPP TSG SA WG5 (Telecom Management) Meeting #120
S5-185517
20-24 August 2018, Belgrade (Serbia)
revision of S5-185203
Source:
Intel
Title:
pCR 28.552 Add NF service registration related measurements for NRF
Document for:
Approval

Agenda Item:
6.4.5
1
Decision/action requested

The group is asked to discuss the proposal.
2
Rationale
The NF provides NF services to its consumers. The NF services need to be registered to NRF, so that the NF service consumer can discover the available NF services from NRF. So the successful or failed NF service registration has respect to whether the NF services can be discovered and finally used by the NF service consumer(s), thus the performance of the NF registration needs to be monitored.

This pCR is to add performance measurements related to NF service registration.
3
Proposal
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3.4
Measurement family
The measurement names defined in the present document are all beginning with a prefix containing the measurement family name. This family name identifies all measurements which relate to a given functionality and it may be used for measurement administration.

The list of families currently used in the present document is as follows:

-
GTP (measurements related to GTP Management)

-
IP (measurements related to IP Management)
-
NFS (measurements related to Network Function Service)
	Next Modified Section


5.7
Performance measurements and assurance data for NRF

5.7.1
NF service registration related measurements 
5.7.1.1
Number of NF service registration requests
a)
This measurement provides the number of NF service registration requests received by the NRF.
b)
CC
c)
On receipt by the NRF from NF service consumer of Nnrf_NFManagement_NFRegister Request (see 3GPP TS 23.502 [x]). 

d)
A single integer value

e)
NFS.RegReq

f)
NRFFunction

g)
Valid for packet switched traffic
h)
5GS

5.2.x.2
Number of successful NF service registrations
a)
This measurement provides the number of successful NF service registrations at the NRF.
b)
CC
c)
On transmission by the NRF to the NF service consumer of Nnrf_NFManagement_NFRegister Response (see 3GPP TS 23.502 [x]).

d)
A single integer value

e)
NFS.RegSucc

f)
NRFFunction

g)
Valid for packet switched traffic
h)
5GS
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A.x
Use case of NF service registration related measurements
The NF provides NF services to its consumers. The NF services need to be registered to NRF, so that the NF service consumer can discover the available NF services from NRF. A failed NF service registration would result in that the NF services cannot be discovered and thus cannot be used used by the NF service consumer(s). So the numbers of requested and succesful NF registrations need to be measured.
