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6.6.5
1 3GPP Work Plan status

Percentage of completion: 0% to ?
Estimated completion date: SA#80 – 06/2018
Other information (WID update, Rapporteur change, etc): None
2 Technical Progress status

Summary of progress:  

1. The group discussed the following contributions:

a. CR to add a procedure to associate a VNF instance with a VNF profile. 
b. CR to add a procedure to associate a PNF with a PNF profile.
c. CR Update 5G management architecture to make the pseudo CR to CR.  
3 Minutes

The session was held at Q3 on Tuesday August 21.
	Tdoc
	Title
	Source
	Note

	S5‑185323
	28803-000
	Intel
	Agreed

	S5‑185133
	Add potential requirements for edge computing management
	ETRI
	Huawei: Needs to have use cases for each requirement. Otherwisre, it is not clear what requirements are about.
E///; It seems that all requirements are referring to edge computing function

Open

	S5‑185182
	pCR 28.803 add table of content
	Intel
	Huawei: Remove clause 5

Revised to S5‑185578

	S5‑185183
	pCR 28.803 add scope
	Intel
	E///: It is about the management of edge computing management.

Intel: this is aligned with the SID

Revised to S5‑185579

	S5‑185184
	pCR 28.803 add concept of edge computing management
	Intel
	Huawei: 

1) It should not be the 5G edge computing network architecture
2) remove the last sentence in the 2nd paragraph

3) change the non-3GPP network to non-3GPP access network

Nokia:

1) Change the clause 4.1 title to Background

2) add ETSI MEC 10-1 and 10-2 

Revised to S5‑185580

	S5‑185185
	pCR 28.803 add use cases for UPF and AS location retrieval
	Intel
	E///: 

1) it needs to address security issue

Nokia: How is the location known?
Intel: How to know the location is the implementation. The use cases are used to define the requirements.

Cisco: add the creation of NSI to the trigger of the use case

Revised to S5‑185581

	S5‑185186
	pCR 28.803 add use cases for UPF and AS relation
	Intel
	Cisco: The switching of UE from an AS to another AS is done via IP, why do we need the relation
Intel: The relation is needed for 3GPP management system to know which AS the UPF is connected to. The relation may be used by the management services

Open

	
	
	
	


4 Action items
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