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1
Discussion

This is a pCR to TS 32.291 clearing up Editor’s Note.
2
References

[1] 
3GPP TS 32.291: "5G system, Charging service; stage 3".
3
Rationale

This pCR proposes to clear up Editor’s Note. 
4
Detailed proposal

Propose to incorporate the following change into TS 32.291[1].   
	First change


5.1
Introduction

The APIs defined in this subclause implement the service operation defined in subclause 4.1.4.
The Nchf_ConvergedCharging service shall use the Nchf_ConvergedCharging API.

The request URI used in each HTTP request from the NF service consumer towards the CHF shall have the structure defined in subclause 4.4.1 of 3GPP TS 29.501 [5], i.e.:

{apiRoot}/{apiName}/{apiVersion}/{apiSpecificResourceUriPart}

with the following components:

-
The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].

-
The {apiName} shall be "Nchf_ConvergedCharging".

-
The {apiVersion} shall be "v1".

-
The {apiSpecificResourceUriPart} shall be set as described in subclause 5.2.
	Next change


5.2
Resources

5.2.1
Resource Structure
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Figure 5.2.1.1: Resource URI structure of the Nchf_ConvergedCharging API

Charging Session Ref is a unique identifier for a charging data resource in a PLMN. It’s created in CHF when CHF receives a Nchf_ ConvergedCharging_Create request and provided to NF (CTF) in the Location header field in the Nchf_ ConvergedCharging_Create response. The NF (CTF) shall use the Charging Session Ref received in subsequent requests to the CHF for the same PDU session.
Table 5.2.1.1 provides an overview of the resources and applicable HTTP methods.
Table 5.2.1.1: Resources and methods overview

	Resource name
	Resource URI
	HTTP method or custom operation
	Description
	Corresponding service operation

	Charging Data
	{apiRoot}/
Nchf_ConvergedCharging/
v1/chargingdata/
	POST
	Create a new Charging Data resource 
	Nchf_ ConvergedCharging_Create

	
	{apiRoot}/
Nchf_ConvergedCharging/v1/
chargingdata/{ ChargingSessionRef }/update
	POST 
	Update an existing Charging Data resource.
	Nchf_ ConvergedCharging_Update

	
	{apiRoot}/
Nchf_ConvergedCharging/v1/
chargingdata/{ChargingSessionRef}/release
	POST
	Update and release an existing Charging Data resource.
	Nchf_ ConvergedCharging_Release


5.2.2
Resource: Charging Data 

	Next change


5.4.2
Structured data types


 
	Next change


5.4.3
Simple data types and enumerations


	End of changes
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