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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TS 32.150 [16], TS 32.101 [1], TS 32.102 [2] and TS 21.905 [17] and the following apply. 

Association: See definition in TS 28.622 [6].

Network Resource Model (NRM): See definition in TS 28.622 [6].
eNodeB: A logical node responsible for radio transmission/reception in one or more cells to/from the User Equipment. 
It terminates the S1 interface towards the EPC.

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TS 32.150 [16], TS 32.101 [1], TS 32.102 [2] and TS 21.905 [17] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TS 28.657 [39], TS 32.150 [16], TS 32.101 [1], TS 32.102 [2] and TS 21.905 [17], in that order.

DeNB
Donor eNodeB
DN
Distinguished Name (see 3GPP TS 32.300 [4])

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

MBSFN

Multimedia Broadcast multicast service Single Frequency Network
NCR
Neighbour Cell Relation
PM
Performance Management

RDN
Relative Distinguished Name (see 3GPP TS 32.300 [4])

RN
Relay Node

	Next change


4.3.9
EUtranRelation
4.3.9.1
Definition

This IOC represents a NCR from a source cell to a target cell, where the target cell is a EUtranGenericCell or ExternalEUtranGenericCell instance. 

The source cell can be an EUtranGenericCell instance. This is the case for an Intra-E-UTRAN NCR.

The source cell can be a UtranGenericCell instance. This is the case for Inter-RAT NCR from UTRAN to E-UTRAN. See 3GPP TS 28.652 [21].

The source cell can be a GsmCell instance. This is the case for Inter-RAT NCR from GERAN to E-UTRAN. See 3GPP TS 32.652 [20].

NCRs are unidirectional. 
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4.3.11 
Cdma2000Relation
4.3.11.1
Definition

This IOC represents a NCR from one EUtranGenericCell to a CDMA2000 sector. NCRs are directional. 

See 3GPP2 TS S.S0028 [22]
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