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1
Discussion

This is a pCR to TS 32.291 about correction on the reference.
2
References

[1] 
3GPP TS 32.291: "5G system, Charging service; stage 3".
3
Rationale

This pCR proposes to modify the reference chapter. 
4
Detailed proposal

Propose to incorporate the following change into TS 32.291[1].   
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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 32.240: "Telecommunication management; Charging management; Charging architecture and principles".

[2] - [29]
Void. 
[30]
3GPP TS 32.255: "Telecommunication management; Charging management; 5G Data connectivity domain charging; stage 2".

[31] - [49]
Void. 
[50] – [57]
Void.



[58]
3GPP TS 32.290: "Telecommunication management; Charging management; 5G system; Services, operations and procedures of charging using Service Based Interface (SBI)5G system.
[59] - [99] 
Void.
[100]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[101] - [199]
Void

[200] - [202]
Void.

[203]
3GPP TS 23.503: "Policy and Charging Control Framework for the 5G System; Stage 2".

[204]
 - [298]
Void
[299] 
3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[300]
3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".

[301] - [370]
Void
[371]
3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[372] - [389]
Void
[390] 
3GPP TS 33.501: "Security architecture and procedures for 5G System".
[391] - [399]
Void 
[400]
Void.
[401]
IETF RFC 7540:  "Hypertext Transfer Protocol Version 2 (HTTP/2) ".
[402]
IETF RFC 8259:  "The JavaScript Object Notation (JSON) Data Interchange Format ".
[403] - [499]
Void.
[500]
OpenAPI: "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md
[501] - [599]
Void.
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A.2
Usage of HTTP
A.2.1
General

HTTP/2 as described in IETF RFC 7540 [401] shall be used as specified in subclause 5.2 of 3GPP TS 29.500 [299].
A.2.2
HTTP standard headers

A.2.2.1
General

See subclause 5.2.2 of 3GPP TS 29.500 [299] for the usage of HTTP standard headers.

HTTP/2, shall be transported as specified in subclause 5.3 of 3GPP TS 29.500 [299].

A.2.2.2
Content type
JSON, IETF RFC 8259 [402], shall be used as content type of the HTTP bodies specified in the present specification, as specified in subclause 5.4 of 3GPP TS 29.500 [299].
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