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6.4.3 
1
Decision/action requested

Discuss and approve the text proposal.
2
References

[1]
3GPP TS 28.541 Management and orchestration of 5G networks and network slicing; Network Resource Model (NRM); Stage2 and Stage 3 v1.1.0
3
Rationale

Proposal #1: 

As Clause 6.3.3.1 and Clause 6.3.4.1 described, ServiceProfile and SliceProfile is <<DataType>>, this contribution proposes to revise the class diagram in Clause 6.2.1.
Proposal #2: 
It proposes to address the following Editor’s Note in Clause 6.2.1
Editor’s Note: It is FFS whether each instance of NetworkSliceSubnet IOC can be associated with multiple instance of NetworkService.
4
Detailed proposal

It proposes to make the following changes in TS 28.541 [1]
	First Changes


6.2.1
Relationships
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Figure 6.2.X.1-1: Network slice NRM containment/naming relationship

NOTE 1:
The <<OpenModelClass>> NetworkService and <<OpenModelClass>> VNF are defined in [12].
NOTE 2:
The target Network Service (NS) instance represents a group of VNFs and PNFs that are supporting the source network slice subnet instance.

Editor’s Note: It is FFS whether each instance of NetworkSliceSubnet IOC can be associated with multiple instance of NetworkService.
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