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1 
Decision/action requested

Discussion
2
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3
Rationale

3.1
Use Case and Requirements
In the 28.540 [2], there is a requirement on the RRM policy
REQ-NGRAN_NRM-CON-006: The NRM definitions shall support management of network slicing feature in NG-RAN.

In the 28.531 [3], clause 5.1.2, the use case “Network slice subnet instance creation”:
	Step 7 (M)
	NSSMF is using the NF provisioning service to configure the NSSI constituents.

In case of RAN NSSI, the configuration contains RRM policy information for individual Radio cells. In the cells shared by multiple NSSIs such policy includes guidance for split of Radio resources between the NSSIs.
	NF provisioning service


3.3
Current Status

Current implementation of the above requirements in 28.541:

	rRMPolicy
	It represents RRM policy which includes guidance for split of radio resources between multiple slices the cell supports. The RRM policy is implementation dependent.
allowedValues: Not applicable
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False


However this solution does not provide the network operator with capability of setting the policy in standardized way, uniformly across multi-vendor RAN. 

It is unusual in practice of SA5 to define the OAM attributes that are not standardized.
3.4
The solution: provide specifications for the rRMPolicy attribute

Such specification can be provided at least for certain simple cases.

One of such cases can be to encode the percentage (ratio) of the Radio channel resources to be allocated to certain NSSIs.
For example, it can be the percentage of the PRBs allocated to certain NSSI. Such information can be specified in the format of twp vectors: 
	NSSI Id
	2
	17
	21
	34

	Percentage (Ratio)
	10
	30
	20
	20


Note. In this example, the total is 80%, thus leaving remaining 20% to be decided by the implementation.
It seems useful to define the RRM policy support in the way that allows future extensions, for which the rRMPolicyType attribute is defined.

4
Detailed proposal

1st Change 
4.3.4
NRCellCU
4.3.4.1
Definition

This IOC represents the information required by CU that is responsible for the management of inter-cell mobility and neighbor relations via ANR. 

The nCGI attribute, holding the NR Cell Global identifier (NCGI), see subclause 8.2 of TS 38.300 [3], serves as the ‘link’ between this IOC instance and a NRCellDU IOC instance holding the same NCGI in its nCGI attribute.
4.3.4.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	nCGI
	M
	T
	T
	F
	T

	pLMNIdList
	M
	T
	T
	F
	T

	nSSAIList
	CM
	T
	T
	F
	T

	rRMPolicyType
	CM
	T
	T
	F
	T

	rRMPolicyNSSIId
	CM
	T
	T
	F
	T

	rRMPolicyRatio
	CM
	T
	T
	F
	T

	rRMPolicy
	CM
	T
	T
	F
	T

	Attribute related to role
	
	
	
	
	


Note 1: No state propagation shall be implied.

Note 2: The attribute value change is conveyed by the notifyStateChange notification.
4.3.4.3
Attribute constraints

	Name
	Definition

	nSSAIList Support Qualifier
	Condition: Network slicing feature is supported.

	rRMPolicy Support Qualifier
	Condition: Network slicing feature is supported.


4.3.4.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
2nd Change 
4.3.5
NRCellDU
4.3.5.1
Definition

This IOC represents the information of a cell known by DU. The procedure for cell setup is initiated from the DU, thus requiring a notion of a cell. The DU owns the resources realizing the cell, thus requiring a notion of a cell owning the specific resources instances. 
The nCGI attribute, holding the NR Cell Global identifier (NCGI), see subclause 8.2 of TS 38.300 [3], serves as the ‘link’ between this IOC instance and a NRCellCU IOC instance holding the same NCGI in its nCGI attribute.
The attributes with a prefix ‘fDDBwpCommon’ or ‘tDDBwpCommon’ represents the common parameters in uplink and downlink defining the initial BWP as described in TS 38.331 [31], subclause 6.3.2, System Information Blocks.

This attributes with a prefix ‘fDDBwpDedicated’ or ‘tDDBwpDedicated’ represents the dedicated parameters in uplink and downlink defining the initial BWP as described in TS 38.331 [31], subclause 6.3.2, System Information Blocks.
4.3.5.2
Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	nCGI
	M
	T
	T
	F
	T

	operationalState (see Note 1)
	CM
	T
	F
	F
	T (see Note 2)

	administrativeState (see Note 1)
	CM
	T
	T
	F
	T (see Note 2)

	availabilityStatus (see Note 1)
	CM
	T
	F
	F
	T (see Note 2)

	cellState (see Note 1)
	M
	M
	-
	-
	M (see Note 2)

	pLMNIdList
	M
	M
	M
	-
	M

	nSSAIList
	CM
	T
	T
	F
	T

	nRPCI
	M
	T
	T
	F
	T

	nRTAC
	M
	T
	T
	F
	T

	bSChannelBw 
	M
	T
	T
	F
	T

	fDDCarrierDL 
	M
	T
	T
	F
	T

	fDDCarrierUL 
	M
	T
	T
	F
	T

	tDDCarrier 
	M
	T
	T
	F
	T

	subcarrierSpacingDL
	M
	T
	T
	F
	T

	subcarrierSpacingUL
	M
	T
	T
	F
	T

	cyclicPrefixDL
	M
	T
	T
	F
	T

	cyclicPrefixUL
	M
	T
	T
	F
	T

	fDDBwpCommonCarrierFreqDL
	CM
	T
	T
	F
	T

	fDDBwpCommonCarrierFreqUL
	CM
	T
	T
	F
	T

	fDDBwpCommonChannelBwDL
	CM
	T
	T
	F
	T

	fDDBwpCommonChannelBwUL
	CM
	T
	T
	F
	T

	tDDBwpCommonCarrierFreq
	CM
	T
	T
	F
	T

	tDDBwpCommonChannelBw
	CM
	T
	T
	F
	T

	fDDBwpDedicatedCarrierFreqDL
	CM
	T
	T
	F
	T

	fDDBwpDedicatedCarrierFreqUL
	CM
	T
	T
	F
	T

	fDDBwpDedicatedChannelBwDL
	CM
	T
	T
	F
	T

	fDDBwpDedicatedChannelBwUL
	CM
	T
	T
	F
	T

	tDDBwpDedicatedCarrierFreq
	CM
	T
	T
	F
	T

	tDDBwpDedicatedChannelBw
	CM
	T
	T
	F
	T

	Attribute related to role
	
	
	
	
	

	nRSectorCarrier
	M
	T
	T
	F
	T


Note 1: No state propagation shall be implied.

Note 2: The attribute value change is conveyed by the notifyStateChange notification.
4.3.5.3
Attribute constraints

	Name
	Definition

	nSSAIList Support Qualifier
	Condition: Network slicing feature is supported.

	fDDBwpCommonCarrierFreqDL Support Qualifier
	Condition: FDD is supported.

	fDDBwpCommonCarrierFreqUL Support Qualifier
	Condition: FDD is supported.

	fDDBwpCommonChannelBwDL Support Qualifier
	Condition: FDD is supported.

	fDDBwpCommonChannelBwUL Support Qualifier 
	Condition: FDD is supported.

	tDDBwpCommonCarrierFreq Support Qualifier
	Condition: TDD is supported.

	tDDBwpCommonChannelBw Support Qualifier
	Condition: TDD is supported.

	fDDBwpDedicatedCarrierFreqDL Support Qualifier
	Condition: FDD is supported.

	fDDBwpDedicatedCarrierFreqUL Support Qualifier
	Condition: FDD is supported.

	fDDBwpDedicatedChannelBwDL Support Qualifier
	Condition: FDD is supported.

	fDDBwpDedicatedChannelBwUL Support Qualifier
	Condition: FDD is supported.

	tDDBwpDedicatedCarrierFreq Support Qualifier
	Condition: TDD is supported.

	tDDBwpDedicatedChannelBw Support Qualifier
	Condition: TDD is supported.

	fDDCarrierDL Support Qualifier
	Condition: FDD is supported.

	fDDCarrierUL Support Qualifier
	Condition: FDD is supported.

	tDDCarrier Support Qualifier
	Condition: TDD is supported.


4.3.5.4
Notifications

The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
3rd Change 
4.4
Attribute definitions

4.4.1
Attribute properties

	Attribute Name
	Documentation and Allowed Values
	Properties

	administrativeState
	It indicates the administrative state of the NRCellDU. It describes the permission to use or prohibition against using the cell, imposed through the OAM services.

allowedValues: "LOCKED", "SHUTTING DOWN" or "UNLOCKED" 

The meaning of these values is as defined in ITU‑T Recommendation X.731 [18].

See Annex A for Relation between the “Pre-operation state of the gNB-DU Cell” and administrative state relevant in case of 2-split and 3-split deployment scenarios.

	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: Locked

isNullable: False



	operationalState
	It indicates the operational state of the NRCellDU instance. It describes whether the resource is installed and partially or fully operable (Enabled) or the resource is not installed or not operable (Disabled).

allowedValues: “ENABLED”, “DISABLED”.
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None 

isNullable: False



	cellState
	It indicates the usage state of the NRCellDU instance. It describes whether the cell is not currently in use (Idle), or currently in use but not configured to carry traffic (Inactive) or is currently in use and is configured to carry traffic (Active).
The Inactive and Active definitions are in accordance with TS 38.401 [4]:

“Inactive: the cell is known by both the gNB-DU and the gNB-CU. The cell shall not serve UEs;
Active: the cell is known by both the gNB-DU and the gNB-CU. The cell should be able to serve UEs.”

”allowedValues: "IDLE", "INACTIVE", "ACTIVE".


	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	bSChannelBw 

	BS Channel BW in MHz.
 allowedValues

 See BS Channel BW in TS 38.104 [12], subclause 5.3.​
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	fDDCarrierDL
	RF reference frequency in MHz for FDD downlink.

allowedValues 
See TS 38.104 [12] subclause 5.4.2.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	fDDCarrierUL 

	RF reference frequency in MHz for FDD uplink.

allowedValues 
See TS 38.104 [12] subclause 5.4.2.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	tDDCarrier 
	RF reference frequency in MHz for TDD.
allowedValues 
 See TS 38.104 [12] subclause 5.4.2.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	configuredMaxTxPower
	This is the maximum possible for all downlink channels, used simultaneously in a cell, added together.
allowedValues

TBD
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	cyclicPrefixUL
	Cyclic prefix in uplink as defined in TS 38.211 [32], subclause 4.2.

allowedValues: “NORMAL”, “EXTENDED”.
	type: enumeration

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	cyclicPrefixDL
	Cyclic prefix in downlink as defined in TS 38.211 [32], subclause 4.2.

allowedValues: 

“NORMAL”, “EXTENDED”.
	type: enumeration

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	fDDBwpCommonCarrierFreqDL
	This defines the frequency for the initial BWP associated with the cell. It is expressed and defined as the RF reference frequency in downlink and need to be placed on allowed channel raster points by operator. See TS 38.104 [12] subclause 5.4.2 “Channel raster”.

allowedValues:
This value must be within one of the specified SectorEquipmentFunction.nRFqBands values.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	fDDBwpCommonCarrierFreqUL 
	This defines the frequency for the initial BWP associated with the cell. It is expressed and defined as the RF reference frequency in uplink and need to be placed on allowed channel raster points by operator. See TS 38.104 [12] subclause 5.4.2 “Channel raster”.

allowedValues:
This value must be within one of the specified SectorEquipmentFunction.nRFqBands values.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	fDDBwpCommonChannelBwDL
	This is defined as UE channel bandwidth in downlink defined by the common parameters of the initial BWP (see TS 38.104 [12] subclause 5.3).
allowedValues:
Confined within the BS Channel Bandwidth (see TS 38.104 [12] subclause 5.3).

	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	fDDBwpCommonChannelBwUL
	This is defined as UE channel bandwidth in uplink defined by the common parameters of the initial BWP (see TS 38.104 [12] subclause 5.3).

allowedValues

Confined within the BS Channel Bandwidth (see TS 38.104 [12] subclause 5.3)
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	fDDBwpDedicatedCarrierFreqDL
	This defines the frequency for the initial BWP associated with the cell. It is expressed and defined as the RF reference frequency in downlink and need to be placed on allowed channel raster points by operator. See TS 38.104 [12] subclause 5.4.2 “Channel raster”.

allowedValues:
This value must be within one of the specified SectorEquipmentFunction.nRFqBands values.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	fDDBwpDedicatedCarrierFreqUL
	This defines the frequency for the initial BWP associated with the cell. It is expressed and defined as the RF reference frequency in uplink and need to be placed on allowed channel raster points by operator. See TS 38.104 [12] subclause 5.4.2 “Channel raster”.

allowedValues:
This value must be within one of the specified SectorEquipmentFuncton.nRFqBands values.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	fDDBwpDedicatedChannelBwDL
	This is defined as UE channel bandwidth in downlink defined by the dedicated parameters of the initial BWP (see TS 38.104 [12] subclause 5.3).
allowedValues

Confined within the BS Channel Bandwidth (see TS 38.104 [12] subclause 5.3)

	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	fDDBwpDedicatedChannelBwUL
	This is defined as UE channel bandwidth in uplink defined by the dedicated parameters of the initial BWP (see TS 38.104 [12] subclause 5.3).
allowedValues 
Confined within the BS Channel Bandwidth (see TS 38.104 [12] subclause 5.3)
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	fDDBwpTxStartDL
	The starting point of the BWP expressed as the PRB offset from PRB 0, where PRB 0 defines the PRB containing pointA. 
allowedValues 
See subclause 4.4.4 in TS 38.211 [32].
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	fDDBwpTxStartUL
	The starting point of the BWP expressed as the PRB offset from PRB 0, where PRB 0 defines the PRB containing pointA. 
allowedValues 
See subclause 4.4.5 in TS 38.211 [32].
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	fDDBwpTxBwDL
	The downlink transmission bandwidth of a BWP in terms of number of PRBs. 
allowedValues 
See subclause 4.4.5 in TS 38.211 [32].
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	fDDBwpTxBwUL
	The uplink transmission bandwidth of a BWP in terms of number of PRBs. 
allowedValues 
See subclause 4.4.5 in TS 38.211 [32].
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	localAddress 


	Local address including IP address and VLAN ID used for initialization of the underlying transport.


IP address can be an IPv4 or an IPv6 address.
allowedValues: Not applicable
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	remoteAddress
	Remote address including IP address used for initialization of the underlying transport.


IP address can be an IPv4 or an IPv6 address.
allowedValues: Not applicable
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	gNBId
	It identifies a gNB within a PLMN. See “gNB Identifier (gNB ID)” of subclause 8.2 of 3GPP TS 38.300 [3]). See “Global gNB ID” in subclause 9.3.1.6 of 3GPP TS 38.413 [5]. 
allowedValues: Not applicable

Editor’s Note: How to support flexible length for gNB ID is stated as TBD in TS 38.413.
	type: BitString

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	gNB​DUId
	It uniquely identifies the DU at least within a gNB. See ‘gNB-DU ID’ in subclause 9.3.1.9 of 3GPP TS 38.473 [8].

allowedValues: Not applicable
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	gNBCUName
	It identifies the Central Entity of a NR node, see subclause 9.2.1.4 of 3GPP TS 38.473 [8].
allowedValues: Not applicable
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	gNBDUName
	It identifies the Distributed Entity of a NR node, see subclause 9.2.1.5 of 3GPP TS 38.473 [8].
allowedValues: Not applicable
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	nCGI
	It uniquely identifies a NR cell globally. The NCGI is constructed from the PLMN identity the cell belongs to and the NR Cell Identity (NCI) of the cell.
See “NR Cell Global identifier (NCGI)” subcluase 8.2 of 3GPP TS 38.300 [3].
allowedValues: Not applicable
	type: BitString (36)

multiplicity: 1..*

isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False



	nRPCI
	This holds the Physical Cell Identity (PCI) of the NR cell.

allowedValues: 
See 3GPP TS 36.211 subclause 6.11 for legal values of pci.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	nRTAC


	This holds the identity of the common Tracking Area Code for the PLMNs. 
allowedValues:
a)
It is the TAC or Extended-TAC.  
b)
A cell can only broadcast one TAC or Extended-TAC.  See TS 36.300, subclause 10.1.7 (PLMNID and TAC relation).

c) 
TAC is defined in subclause 19.4.2.3 of 3GPP TS 23.003 [13] and Extended-TAC is defined in subclause 9.3.1.29 of 3GPP TS 38.473 [8].
	type: Bitstring

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	nSSAIList
	It represents the types of NSSAI the managed object can support, NSSAI is a set of supported S-NSSAI(s), an S-NSSAI is comprised of a SST (Slice/Service type) and an optional SD (Slice Differentiator) field, (Ref. 3GPP TS 23.003 [13]).

allowedValues: Not applicable
	type: <<dataType>>
multiplicity: *
isOrdered: N/A

isUnique: N/A

defaultValue: None

allowedValues: N/A

isNullable: False

	pointAArfcnULFDD
	The frequency of the lowest usable UL subcarrier indexable on the cell, used as a reference, and indicated on a raster as NR-ARFCN.
allowedValues:
This value is given by the center frequency of resource element 0 in resource block 0 in the cell and indicated on a raster as NR-ARFCN.
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	pointAArfcnDLFDD
	The frequency of the lowest usable DL subcarrier indexable on the cell, used as a reference, and indicated on a raster as NR-ARFCN. 

allowedValues:
This value is given by the center frequency of resource element 0 in resource block 0 in the cell and indicated on a raster as NR-ARFCN.
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	pointAArfcnTDD
	The frequency of the lowest usable subcarrier indexable on the cell, used as a reference, and indicated on a raster as NR-ARFCN.
allowedValues:
This value is given by the center frequency of resource element 0 in resource block 0 in the cell and indicated on a raster as NR-ARFCN.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	rRMPolicyType
	Type of the RRM policy. 
The value 0 denotes use of the rRMPolicy. 

The value 1 denotes use of the  rRMPolicyNSSIId, rRMPolicyRatio
allowedValues: 0 : 65535

	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	 rRMPolicyNSSIId
	The list of NSSI identifiers (nSSIId  values defined in the clause 6 ) for which rRMPolicyRatio values are specified

	type: DN
multiplicity: 1..*

isOrdered: N/A

isUnique: N/A

defaultValue: None

allowedValues: N/A

isNullable: False

	rRMPolicyRatio
	The RRM policy setting the ratio for the split of the Radio resources between the supported NSIs. It is the list of target percentage values assigned to the corresponding  rRMPolicyNSSIId values. Every value specifies the percentage of PRBs to be allocated to the corresponding NSSI, in average over time. The sum of the values shall be less or equal 100.
allowedValues: 

0 : 100
NOTE: The averaging time interval is  implementation dependent 
	type: Integer

multiplicity: 1..*

isOrdered: N/A

isUnique: N/A

defaultValue: None

allowedValues: N/A

isNullable: False

	rRMPolicy
	It represents RRM policy which includes guidance for split of radio resources between multiple slices the cell supports in case when the rRMPolicyType is absent or equal to 0. The RRM policy is implementation dependent.
allowedValues: Not applicable
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	subcarrierSpacingDL
	Subcarrier spacing configuration in downlink for a BWP. See subclause 5 in TS 38.104 [12].
AllowedValues: 

[15, 30, 60, 120] depending on the frequency range FR1 or FR2.
	type: Integer
multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False


	subcarrierSpacingUL
	Subcarrier spacing configuration in uplink for a BWP. See subclause 5 in TS 38.104 [12].
AllowedValues:

[15, 30, 60, 120] depending on the frequency range FR1 or FR2.
	type:Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False


	tDDBwpCommonCarrierFreq


	This defines the frequency for the initial BWP associated with the Cell. It is expressed and defined according to RF reference frequency rules and need to be placed on allowed channel raster points by operator. See TS 38.104 [12] subclause 5.4.2 “Channel raster”.

allowedValues:
This value must be within one of the specified SectorEquipmentFunction.nRFqBands values.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	tDDBwpCommonChannelBw
	This is defined as UE channel bandwidth in TS 38.104 [12] subclause 5.3. 
allowedValues:
Confined within the BS Channel Bandwidth (see TS 38.104 [12] subclause 5.3)
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	tDDBwpDedicatedCarrierFreq
	This defines the frequency for the initial BWP associated with the cell. It is expressed and defined as the RF reference frequency in uplink and downlink and need to be placed on allowed channel raster points by operator. See TS 38.104 [12] subclause 5.4.2 “Channel raster”.

allowedValues:
This value must be within one of the specified SectorEquipmentFuncton.nRFqBands values.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False

	tDDBwpDedicatedChannelBw
	This is defined as UE channel bandwidth in downlink defined by the dedicated parameters of the initial BWP (see TS 38.104 [12] subclause 5.3).
allowedValues:
Confined within the BS Channel Bandwidth (see TS 38.104 [12] subclause 5.3)
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	tDDBwpTxStart
	The starting point of the BWP expressed as the PRB offset from PRB 0, where PRB 0 defines the PRB containing pointA. 
allowedValues:
See TS 38.211 [32] subclause 4.4.4.
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False



	tDDBwpTxBw


	The transmission bandwidth of a BWP in terms of number of PRBs. 
allowedValues:
See TS 38.211 [32] subclause 4.4.5,
	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: False




End of changes 
