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1
Decision/action requested

The group is asked to approve this contribution
2
References

[1]
 3GPP TS 28.541 V1.1.0 (2018-07) Management and orchestration of 5G networks; Network Resource Model (NRM); Stage 2 and stage 3
3
Rationale

The draft TS contains many abbrevations that are not included in the list of abbreviations. 
This pCR proposes to include the missing abbreviations in this list. 

4
Detailed proposal

First change
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1] and 3GPP TS 28.540 [10].


BWP
Bandwidth part

CM
Configuration Management


JSON
JavaScript Object Notation
NS
Network Service

NSI
Network Slice Instance


NSSAI
Network Slice Selection Assistance Information
NSSF
Network Slice Subnet Management Function

NSSI
Network Slice Subnet Instance


PNF
Physical Network Function

SBA
Service Based Architecture

VNF
Virtualised Network Function
Second change
Annex B (normative):
NSI state handling

An NSI is a logical object in the management system that represents a complex grouping of resources that may be in various states. At any time, the management system needs to know the state of an NSI.

The ITU-T X.731 [x], to which [y] refers, has defined the inter-relation between the administrative state, operational state and usage state of systems in general.
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Figure B.1: Combined NSI state diagram

In an NSI deployment scenario, the interactions between communication service management function, network slice management function  and network slice subnet management function  are standardized. The interactions specified under the column “The state transition events and actions” of “NSI state transition table” below must be present for the state transition.

End of changes
