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6.5.6
3GPP Work Plan status

Percentage of completion: 5% depending on the contributions that will be agreed. (previously 0%)

Estimated completion date: SA#84- Jun. 2019
Other information (WID update, Rapporteur change, etc):
Technical Progress status 
Summary of progress: The scope, key issues, and usecase are discussed. The IDM study will clarify the use cases and the relation with SON, IDM and assurance.
Outstanding issues: None.
Minutes

The RG session was held on 2018-10-10.
	Tdoc
	Title/Discussion/Conclusion
	Source

	S5‑186065 
	skeleton TR 28.812-000 
C: Approved:
	HUAWEI Technologies Japan K.K

	S5‑186101 
	pCR 28.812 General concept for Intent driven management 
KPN: whether the IDM is similar concept as Information center network?

HW: similar idea for the consumer only provides their intent.

N: should not restrict the intent to translate to policies only. 

NEC: need clarification on the relation between SON and IDM.

E: have concern on using the policy.  Need to clarify the meaning of intent in the study. Also need to clarify what to do if the intent can’t meet.
N: the study can address IDM and SON, then identify which goes to where WID.

NEC: whether the solution will be addressed in the study.

HW: no.Only scenario will be addressed.

E: need consumer and producer to understand each other in a standard way.

-> 414.
	Huawei 

	S5‑186102 
	pCR 28.812 Add intent driven network provisioning scenario 
E: remove IDM from scenarios and keep the scenario neutral. Need also indicate the objective in the scope. 
NEC: key issue 

DT: relation between automation levels and scenario

N: replace scenario to use case and follow the template.
-> 417.
	Huawei 

	S5‑186103 
	pCR 28.812 Key issues for IDM study 
N: the automation levels should be layers like service layer/network layer etc.

HW: the level is not service layer/network layers. Typical levels could be full manual, or full automations. Need also some intermediate levels.

E: Support to address the automation levels, removing the mapping IDM and SON to automation levels.

O: need to see the full picture especially on the relation between automation level and IDM.

->416
	

	S5‑186142 
	pCR 28.812 Add scope for intent driven management services for mobile network 
DT: clarification on whether only mobile network is related.
N: propose to rewrite to include the scope with scenario, analysis and recommendation.
E: Need to clarify the objective which includes the standard interface for express intention.
->415
	Huawei 

	S5‑186144 
	pCR 28.812 Add intent driven cell re-home scenario 
N: The solution may be reuse provisioning and NRM instead of using new IDMS.
HW: will remove the solution description only keep the scenario description.

N: this can be done by SON.

-> 423.
	Huawei 

	S5‑186145 
	pCR 28.812 Add intent driven predictive load balance scenario 
N: need to show the difference of R8 SON and IDM. This uc is very similar to SON.
E: example #2 what’s the relevance with traffic.

-> 424
	Huawei

	S5‑186146 
	pCR 28.812 Add intent driven cell update scenario 
N:  the RPT has provided this information already. It’s the 
E: this is normal planning update scenario for introducing new device. Need standard way to express the intent. Support to provide through the IDM. 
-> 425.
	Huawei 


Action items

None.
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