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	Start of 1st modification


D.3
Mapping

D.3.1
IOC mapping
Mapping from the IOCs defined in the information model to SS equivalent definitions are listed in the following table.

	IOC Name
	 JSON definitions' Name
	JSON Type

	GNBDUFunction
	gnbDuFunction
	object

	GNBCUCPFunction
	gnbCuCpFunction
	object

	GNBCUUPFunction
	gnbCuUpFunction
	object

	NRCellCU
	nrCellCu
	object

	NRCellDU
	nrCellDu
	object

	NRSectorCarrier
	nrSectorCarrier
	object

	BWP
	bwp
	object

	EP_E1
	ep_E1
	object

	EP_XnC
	ep_XnC
	object

	EP_XnU
	ep_XnU
	object

	EP_NgC
	ep_NgC
	object

	EP_NgU
	ep_NgU
	object

	EP_F1C
	ep_F1C
	object

	EP_F1U
	ep_F1U
	object

	EP_S1U
	ep_S1U
	object

	EP_X2C
	ep_X2C
	object

	EP_X2U
	ep_X2U
	object


D.3.2
Attributes mapping

Mapping from the attributes of IOCs defined in the information model to SS equivalent definitions are listed in the following table.

	Object Attributes
	 JSON definitions' Name
	JSON Type

	NRCellDU.administrativeState
	administrativeState
	AdministrativeState

	NRCellDU.operationalState
	operationalState
	OperationalState

	cellState
	cellState
	CellState

	txDirection
	txDirection
	TxDirection

	bwpContext
	BwpContext
	bwpContext

	isInitialBwp
	isInitialBwp
	IsInitialBwp

	configuredMaxTxPower
	configuredMaxTxPower
	ConfiguredMaxTxPower

	fDDCenterFrequencyUL
	fddCenterFrequencyUL
	FddCenterFrequencyUL

	fDDCenterFrequencyDL
	fddCenterFrequencyDL
	FddCenterFrequencyDL

	fDDBandwidthUL
	fddBandwidthUL
	FddBandwidthUL

	fDDBandwidthDL
	fddBandwidthDL
	FddBandwidthDL

	localAddress 
	localAddress 
	IpEndPoint 

	remoteAddress
	remoteAddress
	IpEndPoint

	gNBId
	gnbId
	GnbId

	gNB​DUId
	gnbDuId
	Gnb​DUId

	gNBCUName
	gnbCuName
	gNBName

	gNBDUName
	gnbDuName
	gNBName

	nCGI
	nCgi
	NCgi

	nRPCI
	nrPci
	NrPCI

	nRTac
	nrTac
	NrTac

	sNSSAIList
	snssaiList
	SnssaiList

	pointAArfcnULFDD
	pointAArfcnULFDD
	PointAArfcnULFDD

	pointAArfcnDLFDD
	pointAArfcnDLFDD
	PointAArfcnDLFDD

	pointAArfcnTDD
	pointAArfcnTDD
	PointAArfcnTDD

	rRMPolicy
	rrmPolicy
	RrmPolicy


D.4
Solution Set definitions

D.4.1
JSON definition structure

JSON is used as resource representations format carried in the HTTP request and HTTP response message bodies. The properties (key-value pairs) on an object are defined using the properties keyword.

D.4.2
Graphical representation

The graphical representation is not present in the current version of the present document.
D.4.3
JSON schema "nrNrm.json"

 {


"$schema": "http://json-schema.org/draft-05/schema#"


"id": "http://3gpp.org/28541/nrNrm.json",


"description": "JSON based solution set definitions for NR NRM",


"_referenced_schema":"http://3gpp.org/28623/genericNrm.json",


"_referenced_schema":"http://3gpp.org/28626/stateManagementNrm.json",


"_referenced_schema":"http://3gpp.org/28659/eutranNrm.json",


"_referenced_schema":"http://3gpp.org/28541/ngcNrm.json",


"definitions": {



"gnbDuFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"peeParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/peeParametersListType"





},




"gnbDuId": {






"$ref": "#/definitions/GnbDuId"





},





"gnbDuName": {






"$ref": "#/definitions/GnbName"





},





"gnbId": {






"$ref": "#/definitions/GnbId"





}




},




"required": [





"userLabel",





"gnbDuId",





"gnbId"




]



}



"gnbCuCpFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"peeParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/peeParametersListType"





"gnbId": {






"$ref": "#/definitions/GnbId"





},





"gnbCuName": {






"$ref": "#/definitions/GnbName"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





}




},




"required": [





"userLabel",





"gnbId",





"plmnIdList"




]



}



"gnbCuUpFunction": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"peeParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/peeParametersListType"





"gnbId": {






"$ref": "#/definitions/GnbId"





},





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





}




},




"required": [





"userLabel",





"gnbId",





"plmnIdList"




]



}



"nrCellCu": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"nCgi": {






"$ref": "#/definitions/NCgi"





}





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





}





"snssaiList": {






"$ref": "#/definitions/SnssaiList"





}





"rrmPolicyType": {






"type": "integer"





}





"rrmPolicyNSSIId": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/dn"




}





"rrmPolicyRatio": {






"type": "integer"




}





"rrmPolicy": {






"$ref": "#/definitions/RrmPolicy"





}




},




"required": [





"userLabel",





"nCGI",





"plmnIdList"




]



}



"nrCellDu": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"administrativeState": {






"$ref": "http://3gpp.org/28626/stateManagementNrm.json#definitions/AdministrativeState"





},





"operationalState": {






"$ref": "http://3gpp.org/28626/stateManagementNrm.json#definitions/OperationalState"





},





"availabilityStatus": {






"$ref": "http://3gpp.org/28626/stateManagementNrm.json#definitions/AvailabilityStatus"





},





"cellState": {






"$ref": "#/definitions/CellState"





},





"nCgi": {






"$ref": "#/definitions/NCgi"





}





"plmnIdList": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnIdList"





}





"snssaiList": {






"$ref": "#/definitions/SnssaiList"





}





"nrPci": {






"$ref": "#/definitions/NrPci"





}





"nrTac": {






"$ref": "#/definitions/NrTac"





}





"arfcnDL": {






"type": "integer"





},





"arfcnUL": {






"type": "integer"





},





"arfcnSUL": {






"type": "integer"





},





"bSChannelBwDL": {






"type": "integer"





},





"bSChannelBwUL": {






"type": "integer"





},





"bSChannelBwSUL": {






"type": "integer"





},























































},




"required": [





"userLabel",





"nCgi",





"plmnIdList",




"nrPci",





"nrTac",




"arfcnDL",




"bSChannelBwDL" 











]



}



"nrSectorCarrier": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"txDirection": {






"$ref": "#/definitions/TxDirection"





}





"configuredMaxTxPower": {






"type": "integer"





},





"arfcnDL": {






"type": "integer"





},





"arfcnUL": {






"type": "integer"





},





"bSChannelBwDL": {






"type": "integer"





},





"bSChannelBwUL": {






"type": "integer"





},































},




"required": [





"userLabel",





"configuredMaxTxPower",




"txDirection"




]



}



"bwp": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"vnfParametersList": {






"$ref": "http://3gpp.org/28623/genericNrm.json#definitions/vnfParametersListType"





},





"bwpContext": {






"$ref": "#/definitions/BwpContext"





}





"isInitialBwp": {






"$ref": "#/definitions/IsInitialBwp"





},





"subCarrierSpacing": {






"type": "integer"





},





"cyclicPrefix": {






"$ref": "#/definitions/CyclicPrefix"





},





"startRB": {






"type": "integer"





},





"numberOfRBs": {






"type": "integer"





},




},




"required": [





"userLabel",





"bwpContext",





"isInitialBwp",





"subCarrierSpacing",





"cyclicPrefix",





"startRB",





"numberOfRBs"




]



}



"eP_E1": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_XnC": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_XnU": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_NgC": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_NgU": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_F1C": {




"type": "object",




"properties": {






"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},




    "localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_F1U": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}





"eP_S1U": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},




"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_X2C": {




"type": "object",




"properties": {





"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},





"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},





"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}



"eP_X2U": {




"type": "object",




"properties": {






"userLabel": {






"type": "string"





},





"farEndEntity": {






"type": "string"





},




"localAddress": {






"$ref": "#/definitions/IpEndPoint "





},




"remoteAddress": {






"$ref": "#/definitions/IpEndPoint "





}




},



}





"GnbId": {




"type": "string",




"description": "gNBId identifies a gNB within a PLMN."



}



"GnbName": {




"type": "string",




"maxLength": "150"



}



"GnbDuId": {




"type": "number",




"description": "GnbDuId represents the gNB-DU ID defined in TS 38.473.",




"minimum": 0,




"maximum": 68719476735



}



"NCgi": {




"type": "object",




"description": "NCgi uniquely identifies a NR cell globally.",




"properties": {





"plmnId": {






"$ref": "http://3gpp.org/28659/eutranNrm.json#definitions/PlmnId"





},


      

"nCI": {






"$ref": "#/definitions/NrCellId"





}




}



},



"SnssaiList": {




"type": "array",




"item": {





"$ref": "#/definitions/Snssai"




}



},



"RrmPolicy": {




"type": "string",




"description": "RrmPolicy represents RRM policy which includes guidance for split of radio resources between multiple slices the cell supports. The RRM policy is implementation dependent.",



}



"IpEndPoint": {




"type": "object",




"properties": {





"ipv4Address": {






"type": "string"





},





"ipv6Address": {






"type": "string"





},





"ipv6Prefix": {






"type": "string"





},





"transport": {






"type": "string"





},








"vlanId": {






"type": "integer"





}




}



},



"NrPci": {




"type": "integer",




"maximum": "503"



},



"NrTac": {




"type": "integer",




"maximum": "16777215"



},



"NrCellId": {




"type": "integer",




"maximum": "68719476735"



},



"Snssai": {




"type": "object",




"properties": {





"sst": {






"$ref": "http://3gpp.org/28541/ngcNrm.json#definitions/Sst"





},





"sd": {






"type": "string"





}




}



},


"CellState": {




"enum": ["IDLE", "INACTIVE", "ACTIVE"]


},



"CyclicPrefix": {




"enum": ["15", "30", "60", "120"]


},



"TxDirection": {




"enum": ["DL", "UL", "DL and UL"]


},



"BwpContext": {




"enum": ["DL", "UL", "SUL"]


},



"IsInitialBwp": {




"enum": ["INITIAL", "OTHER", "SUL"]


}

}

}

	End of 1st modification



