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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1]
3GPP TR 28.812 Study on Scenarios for Intent driven management services for mobile networks.
3
Rationale

Due to frequency resource planning, the operator wants to update a Cell with new Cell frequeency information (e.g. Absolute Radio Frequency Channel Number and BS Channel BW). In order to fulfil updating Cell with the specified frequency information, operator needs to trigger lots of request to the RAN MS Provider except update the specified Cell. For example, if operator wants to update the specified Cell with new Absolute Radio Frequency Channel Number, operator needs to trigger to update all the ExternalCells (including External Cell managed by the same RAN MS Provider or other RAN MS Provider) which is associated with the specified Cell with the new Absolute Radio Frequency Channel Number. So this contribution proposes to add intent-driven Cell frequency update scenario to make the cell frequency update procedure effectively.
4
Detailed proposal

It is proposed to make the following changes to TR 28.812 [1].
	1st Change


5.X
Scenario A: Instant Cell Updating
5.X.1
Pre-condition
The operator wants to update Cell with new Cell information (e.g. Frequence information, PCI) and adjust all associated Cell configuration (e.g. Cell Relation(s) and External Cell(s)).
5.X.2
Description
The operator as MnS expresses his intent that the selected Cell need to be updated with new Cell information (e.g. Frequence information, PCI), and all associated Cell configuration (e.g. CellRelation(s) and ExternalCell(s)) needs to be updated.
MnS Provider updates the selected Cell with new cell information.
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Figure 5.X.2-1 Instant Cell updating scenario

MnS Provider updates corresponding External Cell(s) and Cell Relation(s) which are associated with the selected Cell with the new Cell information.
MnS Provider may notify other MnS Provider(s) to adjust corresponding External Cell(s) and Cell Relation(s) which are associated with the selected Cell with the new Cell information.
5.X.3
Post-condition

Operator’s intent that the selected Cell and all associated Cell configuration (i.e. CellRelation(s), External Cell(s)) need to be updated with new Cell information is fulfilled by the MnS Provider.
