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	First change


6.1.6.2.1.5
Type MultipleUnitUsage

Table 6.1.6.2.1.5-1: Definition of type MultipleUnitUsage

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ratingGroup
	RatingGroupId
	M
	1
	The identifier of a rating group.
	Request message

	requestedUnit
	RequestedUnit
	OC
	0..1
	This field contains the particular category of units requested with or without the amount needed.
	Request message

	usedUnitContainer
	array(UsedUnitContainer)
	OC
	0..N
	This field contains the amount of used non-monetary service units measured.
	Request message


	Second change


6.1.6.2.1.9
Type RequestedUnit

Table 6.1.6.2.1.9-1: Definition of type RequestedUnit
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	time
	Uint32
	OC
	0..1
	This field holds the amount of requested time.
	

	totalVolume
	Uint64
	OC
	0..1
	This field holds the amount of requested volume in both uplink and downlink directions.
	

	uplinkVolume
	Uint64
	OC
	0..1
	This field holds the amount of requested volume in uplink direction.
	

	downlinkVolume
	Uint64
	OC
	0..1
	This field holds the amount of requested volume in downlink direction.
	

	serviceSpecificUnits
	Uint64
	OC
	0..1
	This field holds the amount of requested service specific units.
	

	NOTE 1:
At least one unit category needs to be included, with or without requested amount.
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