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	First change


6.3.x
Definition of the SMS converged charging information

6.3.x.1
General
The Charging Information parameter used for SMS converged charging is provided in the following sub-clauses.
6.3.x.2
Definition of SMS charging information 

SMS specific charging information used for SMS converged charging is provided within the SMS charging Information. 
Table 6.3.x.2.1: Structure of SMS Charging information
	Information Element
	Category
	Description

	Originator Info
	OM
	This field is a grouped field and holds information on originator of the SMS 

	Originator SUPI
	OM
	This field holds the SUPI of the originator of the SMS, if available. This field is present if different from subscriber identifier field. 

	Originator GPSI
	OC
	This field holds the GPSI of the originator of the SMS, if available. 

	Originator Other Address
	OM
	This field holds the address of the originator of the SMS, when different from SUPI and GPSI, if available: e.g. email, short code.
This field may have multiple occurences. 

	Originator Received Address
	OC
	Described in table 6.3.1.2.1 

	Originator SCCP Address
	OC
	Described in table 6.3.1.2.1

	SM Originator Interface
	OM
	Described in table 6.3.1.2.1

	SM Originator Protocol Id
	OC
	Described in table 6.3.1.2.1: SM Protocol Id information element

	Recipient Info 
	OC
	Described in table 6.3.1.2.1

	Recipient SUPI
	OM
	This field holds the SUPI of the recipient of the SMS, if available. This field is present if different from subscriber identifier field. 

	Recipient GPSI
	OC
	This field holds the GPSI of the recipient of the SMS, if available. 

	Recipient Other Address 
	OC
	This field holds the address of the recipient of the SMS, when different from SUPI and GPSI, if available: e.g. email, short code.
This field may have multiple occurences 

	Recipient Received Address
	OC
	Described in table 6.3.1.2.1

	Recipient SCCP Address
	OC
	Described in table 6.3.1.2.1

	SM Destination Interface
	OM
	Described in table 6.3.1.2.1

	SM Recipient Protocol Id
	OC
	Described in table 6.3.1.2.1: SM Protocol Id information element.

	User Equipment Info 
	OC
	This field holds the identification of the terminal (i.e. PEI, MAC Address) used by the UE the SMS transaction, if available.

	User Location Info
	OC
	Described in table 6.3.1.2.1

	UE Time Zone
	OC
	Described in table 6.3.1.2.1

	RAT Type
	OC
	Described in table 6.3.1.2.1

	SMSC Address
	OM
	Described in table 6.3.1.2.1

	SM Data Coding Scheme
	OM
	Described in table 6.3.1.2.1

	SM Message Type 
	OM
	Described in table 6.3.1.2.1

	SM Reply Path Requested
	OC
	Described in table 6.3.1.2.1

	SM User Data Header
	OC
	Described in table 6.3.1.2.1

	SM Status
	OC
	Described in table 6.3.1.2.1

	SM Discharge Time
	OC
	Described in table 6.3.1.2.1

	Number of Messages Sent
	OC
	Described in table 6.3.1.2.1

	SM Service Type
	OC
	Described in table 6.3.1.2.1

	SM Sequence Number
	OC
	Described in table 6.3.1.2.1

	SMS result
	C
	Described in table 6.3.1.2.1

	Submission Time
	OC
	Described in table 6.3.1.2.1

	Priority
	OC
	Described in table 6.3.1.2.1

	Message Reference
	OM
	Described in table 6.3.1.2.1

	Message Size
	OM
	Described in table 6.3.1.2.1

	Message Class
	OM
	Described in table 6.3.1.2.1

	Delivery Report Requested
	OC
	Described in table 6.3.1.2.1
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