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6.2.1.3.1.3
State diagram

Alarms have states. The alarm state information is captured in AlarmInformation in AlarmList.

The solid circle icon represents the Start State. The double circle icon represents the End State. In this state, the alarm is Cleared and acknowledged. The AlarmInformation shall not be accessible via the Service interface and is removed from the AlarmList.

Note the state diagram uses " X / Y ^ Z " to label the arc that indicates state transition. The meanings of X, Y and Z are: 

-
X identifies the triggering event

-
Y identifies the action of AlarmIRP because of the triggering event

-
Z is the notification to be emitted by AlarmIRP because of the triggering event

Note that acknowledgeAlarm^notifyAckStateChanged and the unacknowledgeAlarm^notifyAckStateChange refer to cases when the request of the management service consumer is successful for the AlarmInformation concerned. They do not refer to the cases when the request is a failure since in the failure cases, no state transition would occur.

Note that, to reduce cluttering to the diagram, the setComment^notifyComment is not included in the figure [x]. One transition should be applied from unack&unclear to itself. Similarly, another transition should be applied from ack&unclear to itself. Another one is from unack&clear to itself.

"PS" used in the state diagram stands for "perceived severity". 

Figure A is used if it supports ^notifyChangedAlarm and Figure B is used if it does not support ^notifyChangedAlarm.
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Figure 6.2.1.3.1.3-1. notifyChangedAlarm supported
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Figure 6.2.1.3.1.3-2. notifyChangedAlarm not supported

	Next change


6.2.2.5
Information attribute definitions

6.2.2.5.1
Introduction

This subclause defines the semantics of the Attributes used in Support IOCs.

6.2.2.5.2
Definitions and legal values

	Attribute Name
	Definition
	Legal Values

	ntfSubscriptionId
	It identifies uniquely a subscription
	N/A

	ntfSubscriptionState
	It indicates the activation state of a subscription 
	"suspended": the subscription is suspended

"notSuspended": the subscription is active

	ntfTimeTick
	This attribute represents the initial value of ntfTimeTickTimer. It is in unit of whole minute. This value defines a time window within which management service consumer intends to invoke getSubscriptionStatus (or subscribe) operation to confirm its subscription. A special value indicates infinity which is such that timer will never expire and management service producer needs other means to decide when to delete resources allocated to the management service consumer
	Integer greater or equal to 15, OR special infinite value

	ntfTimeTickTimer
	This attribute represents the current value of a timer
	integer greater or equal to zero

	ntfNotificationCategorySet
	This attribute represents a set of notification categories (see also Definition of notification category in subclause 3.1)
	

	ntfFilter
	This attribute represents the filter of a subscription. The filter can be applied to parameters of notification header (see Notificationmaanagement service producer interface) and to parameters of notifications defined as filterable to

IManagement service producer shall notifymanagement service consumer if the event satisfies the filter constraint.
	

	ntfConsumerReference
	This attribute contains the reference of a consumer. It uniquely identifies a subscriber
	


6.2.2.5.3
Constraints

-
"ntfTimeTickTimer is lower
	Next change


7.1.1.1.2
Notification information 
Table 7.1.1.1.2-1: Notification Information
	Parameter Name
	Qualifier
	Information Type
	Comment

	objectClass
	M, Y
	Type of the performance data reporting related producer, e.g., "NFPerformanceDataReportingServiceProducer", "NSSIPerformanceDataReportingServiceProducer", "NSIPerformanceDataReportingServiceProducer", "NWPerformanceDataReportingServiceProducer" or "NF".
	It indicates the class, whose instance emitted this notification. The class indicates the type of the performance data reporting related service producer.

	objectInstance
	M, Y
	Identifier of the performance data reporting related service producer
	It identifies the performance data reporting related service producer, who actually emitted the notification.

	notificationId
	M, N
	This is an identifier of the notification, which may be used to correlate notifications.
	The unique identifier of the notification across all notifications sent by a particular management service producer throughout the time that correlation is significant.

How identifiers of notifications are re-used to correlate notifications is outside of the scope of the present document.

	eventTime
	M, Y
	It indicates the event occurrence time.
	The semantics of Generalised Time specified by ITU-T shall be used here.

	notificationType
	M, Y
	"notifyFileReady "
	The type of notification, and it shall be assigned to "notifyFileReady" for this notification.

	fileInfoList
	M, N
	List of struct <

fileLocation, 
fileSize
fileReadyTime
fileExpirationTime
fileCompression,
fileFormat,
>.

Each element is defined as following:

- fileLocation: It identifies the location of the file. The location may be a directory path or a URL. 
E.g.:

"\\202.112.101.1\D:\user\performanceFiles\<xxx>" or

"ftp://nms.telecom_org.com/datastore/<xxx>, where <xxx> is the filename and the file naming convention is defined in Annex A.3.

- fileSize: It identifies the size of the file. Its value is positive Integer (the unit is byte).
- fileReadyTime: It identifies the date and time when the file was last closed and made available in the management service producer and the file content will not be changed.
- fileExpirationTime: It identifies the date and time beyond which the file may be deleted. It shall not be empty and shall be later than fileReadyTime. 
- fileCompression: It identifies the name of the compression algorithm used for the file. An empty fileCompression means that there is no compression on the file. Choice of compression algorithm is vendor-specific but is encouraged to use industrial standard algorithm such as GZIP. 
- fileFormat: It identifies the encoding technique used by the file. Its value should indicate the version of the file format specification plus to indicate if "ASN1" or "XML-schema" is used.
	It specifies the information of each available file.



	additionalText
	O, N
	It provides additional information for this notification.
	It carries vendor-specific semantics not defined in the present document.


	Next change


7.2.1.2
Performance data file content description

Table 7.2.1.2-1 lists all the file content items. It also provides an explanation of the individual items. 

Table 7.2.1.2-1: File Content Description

	File Content Item
	Description

	measDataCollection
	This is the top-level tag, which identifies the file as a collection of measurement data. The file content is made up of a header ("measFileHeader"), the collection of measurement result items ("measData"), and a measurement file footer ("measFileFooter").

	measFileHeader
	This is the measurement result file header to be inserted in each file. It includes a version indicator, the name, type and vendor name of the sending service producer, and a time stamp ("collectionBeginTime").

	measData
	The "measData" construct represents the sequence of zero or more measurement result items contained in the file. It can be empty in case no measurement data can be provided. The individual "measData" elements can appear in any order.

Each "measData" element contains the identifier of the measured entity ("measuredEntityId") and the list of measurement results pertaining to that measured entity ("measInfo").

	measFileFooter
	The measurement result file footer to be inserted in each file. It includes a time stamp, which refers to the end of the overall measurement collection interval that is covered by the collected measurement results being stored in this file.

	fileFormatVersion
	This parameter identifies the file format version applied by the sender. The format version defined in the present document shall be the abridged number and version of this 3GPP document (see below).

The abridged number and version of a 3GPP document is constructed from its version specific full reference "3GPP […] (yyyy-mm)" by:

-
removing the leading "3GPP TS"

-
removing everything including and after the version third digit, representing editorial only changes, together with its preceding dot character

-
from the resulting string, removing leading and trailing white space, replacing every multi character white space by a single space character and changing the case of all characters to uppercase.

	senderName
	The senderName uniquely identifies performance data reporting related service producer that assembled this measurement file.

	senderType
	This is a user configurable identifier of the type of performance data reporting related service producer that generated the file, e.g. NF performance data reporting service producer, or NSI performance data reporting service producer. The string may be empty (i.e. string size =0) in case the "senderType" is not configured in the sender. 

	vendorName
	The "vendorName" identifies the vendor of the performance data reporting related service producer that provided the measurement file. The string may be empty (i.e. string size =0) if the "vendorName" is not configured in the sender.

	collectionBeginTime
	The "collectionBeginTime" is a time stamp that refers to the start of the first measurement collection interval (granularity period) that is covered by the collected measurement results that are stored in this file.

	measuredEntityId
	The unique identification of the measured entity (such as NF, NSSI, NSI, PLMN) in the 3GPP system. The string may be empty (i.e. string size =0) if the "measuredEntityId" is not configured in the CM applications.

	measuredEntityUserName
	This is the user definable name ("userLabel") defined for the measured object in 3GPP TS 28.622 [11]. The string may be empty (i.e. string size =0) if the "measuredEntityUserName" is not configured in the CM applications.

	measuredEntitySoftwareVersion
	This is the software version ("swVersion") defined for the measured object in 3GPP TS 28.622 [11]. This is an optional parameter which allows post-processing systems to take care of vendor specific measurements modified between software versions.

	measInfo
	The sequence of measurements, values and related information. It includes a list of measurement types ("measTypes") and the corresponding results ("measValues"), together with the time stamp ("measTimeStamp") and granularity period ("granularityPeriod") pertaining to these measurements.

	measInfoId
	This attribute associates a tag name with the set of measurements defined by a measInfo property. This is an optional parameter that may be used to assign unique names to categories of measurements grouped together by measInfo elements. It allows parsing tools to easily isolate measurement sets by name.

	measTimeStamp
	Time stamp referring to the end of the granularity period.

	jobIdList
	The "jobIdList" represents the measurement job(s) with which measurement result contained in the file is associated. There may be multiple job ids in case one file is supporting multiple measurement jobs created by different consumers respectively.

	granularityPeriod
	Granularity period of the measurement(s) in seconds.

	reportingPeriod
	Reporting period of the measurement(s) in seconds.

	measTypes
	This is the list of measurement types for which the following, analogous list of measurement values ("measValues") pertains. 

The measurement types for NR and NG-RAN are specified in TS 28.552 [2], the measurement types for 5GC are specified in TS 28.553 [3], and the measurement types for 5G network/sub-network and NSI/NSSI are specified in TS 28.554 [4].

	measValues
	This parameter contains the list of measurement results for the resource being measured, e.g. trunk, cell. It includes an identifier of the resource ("measObjInstId"), the list of measurement result values ("measResults") and a flag that indicates whether the data is reliable ("suspectFlag").

	measObjInstId
	The "measObjInstId" field contains the full distinguished name (DN) of the measured object. 

	measResults
	This parameter contains the sequence of result values for the observed measurement types. The "measResults" sequence shall have the same number of elements, which follow the same order as the measTypes sequence. Normal values are INTEGERs and REALs. The NULL value is reserved to indicate that the measurement item is not applicable or could not be retrieved for the object instance.

	suspectFlag
	Used as an indication of quality of the scanned data. FALSE in the case of reliable data, TRUE if not reliable. The default value is "FALSE", in case the suspect flag has its default value it may be omitted.

	timestamp
	This tag carries the time stamp that refers to the end of the measurement collection interval (granularity period) that is covered by the collected measurement results that are stored in this file. The minimum required information within timestamp is year, month, day, hour, minute, and second.


The measInfo contains the sequence of measurements, values and related information, in a table-oriented structure.

The representation of all timestamps in PM files shall follow the representations allowed by the ISO 8601 [10]. 
The precise format for timestamp representation shall be determined by the technology used for encoding the PM file (e.g. ASN.1, XML DTD, and XML Schema). The choice of technology should ensure that this representation is derived from ISO 8601 [10]. Based on the representation used, the timestamp shall refer to either UTC time or local time or local time with offset from UTC.
	Next change


8.1.8
Operation unSubscribe
In case a single subscription shall be cancelled the IS operation parameters are mapped to SS equivalents according to table 8.1.8-1 and table 8.1.8-2.

Table 8.1.8-1: Mapping of IS operation input parameters to SS equivalents (HTTP DELETE)

	IS operation parameter name
	SS parameter location
	SS parameter name
	SS parameter type
	Qualifier

	consumerReference
	n/a
	n/a
	n/a
	n/a

	subscriptionId
	path
	/{subscriptionId}
	string
	M


Table 8.1.8-2: Mapping of IS operation out parameters to SS equivalents (HTTP DELETE)

	IS operation parameter name
	SS parameter location
	SS parameter name
	SS parameter type
	Qualifier

	status
	response status codes
	n/a
	n/a
	M


Note:
For the case multiple subscription (i.e. all subscriptions made with the same consumerReference) shall be cancelled is not addressed in the present document.
	End of changes


