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Decision/action requested

 Discussion and Approval
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Rationale

YANG based SS definition is one of SS definitions in 5G NRM. YANG data models are defined in modules. A module contains a collection of related definitions. A module may have portions of its definitions separated into submodules, based on the needs of the module designer. The external view remains that of a single module, regardless of the presence or size of its submodules.
In current YANG SS definition of 5G NRM, 3 big modules were created to support NG-RAN, 5GC and Network Slice. All Managed Functions of NG-RAN and 5GC were created as submodules under a umbrella of NG-RAN or 5GC module. In this way, it’s easier to management as only few modules are exposed externally.
However, because of tight couple of module and submodule, the YANG definition of Managed Function cannot be distributed and work independently in the Network Function to be managed. The problem is more obsvious if the Network Elements/Functions are provided by different vendors. In addition, it’s inflexible for change control as the version information is only valid in module but not submodule.
4
Detailed proposal

Proposal for rules of using either module or submodule:

· Create module for each Subnetwork, Managed Element, Managed Function, Network Slice and Network Slice Subnet

· Create module for generic data definition including generic data type. abstracted IOCs, etc., 

· Create submudles for data which is part of a specific module, and is not shared by any other modules. E.g. Slice Profile could be defined as submobule of NSS 
YANG definition in TS 28.541 may need to be updated according to aggrement of the discussion 
