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3GPP Work Plan status

Percentage of completion: 20% depending on the contributions that will be agreed. (previously 5%)

Estimated completion date: SA#84- Jun. 2019
Other information (WID update, Rapporteur change, etc):
Technical Progress status 
Summary of progress: The intent concept, intent expression and the following scenarios are discussed: intent driven instant cell deletion scenario, intent driven network optimization scenario, NSI resource utilization optimization. The group agrees that standardizing a format to formulate intent expressions is required.
Outstanding issues: None.
Minutes

The RG session was held on 2018-11-14.
	Tdoc
	Title/Discussion/Conclusion
	Source

	S5‑187155  
	pCR 28.812 Add concept for utilization of intent
O: reuse the diagram in 28.530 of roles. Proposal could apply between different roles.
N: need rewording.

E: translate the intent to network policy and implement it. Make clear the scope.

DT: clarification on why focusing on the CS. 
->413
	Huawei

	S5‑187156
	pCR 28.812 Update the figures for area cell load balance and cell rehome scenario   
NEC: all the technologies in the network are hided and wait for intent to trigger. These mechanisms are running already, may not be triggered by the intent.

N: ANR is running already, clarification on the relation between ANR and intent. 

C: how to define network optimization in a intent way? How to define the tradeoff is not easy to express. 
E: what’s the different between the traditional SON? Propose to add Note: the difference with SON eed to be determined.
I: clarification on the difference between intent and SON target. 
E: need to find other usecases. 
->414
	Huawei 

	S5‑187157
	 pCR 28.812 Add intent driven instant cell deletion scenario
->415
	Huawei 

	S5‑187158
	 pCR 28.812 Add intent driven network optimization scenario   
E: relation with SON, need to clarify with SON. 

I: the monitor, analysis and execution loop is very similar to SON.

O: the intent interface could be used by a human being. 

->416
	Huawei

	S5‑187160
	 pCR 28.812 Update network provisioning scenario  
N: clarification on the GSMA provided information and SA5 work. Remove the reference to GSMA.

O: use the same role name as provided in 28.530.

I: clarification on the MnS consumer provides the network. Could be reworded.
->417
	Huawei 

	S5‑187167
	 pCR 28.812 NSI resource utilization optimization  
N: clarification on the difference with SON targets and objective. 

C: the intent could be very complex. The fact is there are so many tradeoff need to be resolved.
I: intent in this document is not high level enough. 

->418 
	Huawei 

	S5‑187178
	 pCR 28.812 Add introduction for Intent Expression  
N: the intent example is not good example. Need to revise.

Z: any service operator can have intent. Clarify on why we need the intent.

E: like to have standardized expression mentioned in the spec.
C: concern on the complexity to define intent expression. 
DT: clarify on the next step. 

NEC: clarify on the objective

->419
	Huawei


Action items

None.
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