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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1]
3GPP TR 28.900 Study on integration of ONAP and 3GPP management for 5G networks v0.6.0.
3
Rationale

In TS 28.533, the following information is described in Clause 4.6 as follows:
The management data analytics utilize the network management data collected from the network (including e.g. service, slicing and/or network functions related data) and make the corresponding analytics based on the collected information. For example, the information provided by PM data analytics services can be used to optimize network performance, and the information provided by FM data analytics services can be used to predict and prevent failures of the network. MDAS can be deployed at different levels, for example, at a domain level (e.g., RAN, CN, NSSI) and/or in a centralized manner (e.g., at a PLMN level).
In ONAP architecture, the Data Collection, Analytics, and Events (DCAE) subsystem, in conjunction with other ONAP components, gathers performance, usage, and configuration data from the managed environment. 

The primary functions of the DCAE subsystem are to

· Collect, ingest, transform and store data as necessary for analysis

· Provide a framework for development of analytics

So the 3GPP MDAS Provider (e.g. Centralized MDAF) may consumes the interface provided by ONAP DCAE to collect the management data (e.g. performance data) for analyses purpose.
This contribution proposes to add an example of 3GPP MnS Provider using interface provided by ONAP DCAE.
4
Detailed proposal

It is proposed to make the following changes to TR 28.900[1].
	1st Change


5.1.2.X
An example of 3GPP MnS using the interfaces provided by ONAP DCAE
Figure 5.1.2.X shows an example of 3GPP MnS Provider using interfaces provided by OANP DCAE. In this example, in order to support Management data Analytic Service (MDAS), the 3GPP MDAS Provider as ONAP DACE consumer may use some interfaces (e.g. FM data transport interface, PM data transport interface) provided by ONAP DCAE to collect the management data (e.g. performance data, fault data).
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Figure 5.1.2.X: An example of 3GPP MnS Provider using some interfaces provided by ONAP DCAE
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