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[bookmark: _Toc524616519][bookmark: _Toc524616522]6.2	Class diagram
[bookmark: _Toc524616520]6.2.1	Relationships
[image: Generated by PlantUML]
Figure 6.2.1-1: Network slice NRM fragment containment/naming relationship
NOTE 1:	The <<OpenModelClass>> NetworkService and <<OpenModelClass>> VNF are defined in [40].
NOTE 2:	The target Network Service (NS) instance represents a group of VNFs and PNFs that are supporting the source network slice subnet instance.

2nd change

6.3	Class definitions
[bookmark: _Toc524616523]6.3.1	NetworkSlice
[bookmark: _Toc524616524]6.3.1.1	Definition
This IOC represents the properties of a network slice instance in 5G network. For more information about the network slice instance, see 3GPP TS 28.531 [26].
[bookmark: _Toc524616525]6.3.1.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	nSSIId
	M
	T
	F
	F
	T

	operationalState
	M
	T
	F
	F
	T

	administrativeState
	M
	T
	T
	F
	T

	serviceProfileList
	M
	T
	T
	F
	T

	sST
	M
	T
	T
	F
	T


[bookmark: _Toc524616526]6.3.1.3	Attribute constraints
None.
[bookmark: _Toc524616527]6.3.1.4	Notifications
The common notifications defined in subclause 6.5 are valid for this IOC, without exceptions or additions.
[bookmark: _Toc524616528]6.3.2	NetworkSliceSubnet
[bookmark: _Toc524616529]6.3.2.1	Definition
This IOC represents the properties of a network slice subnet instance in a 5G network. For more information about the network slice subnet instance, see 3GPP TS 28.531 [26].
[bookmark: _Toc524616530]6.3.2.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	mFIdList
	M
	T
	F
	F
	T

	constituentNSSIIdList
	M
	T
	F
	F
	T

	operationalState
	M
	T
	F
	F
	T

	administrativeState
	M
	T
	T
	F
	T

	nsInfo
	CM
	T
	F
	F
	T

	sliceProfileList
	M
	T
	T
	F
	T

	sST
	M
	T
	T
	F
	T


[bookmark: _Toc524616531]6.3.2.3	Attribute constraints
	Name
	Definition

	nsInfo Support Qualifier
	Condition: It shall be supported if the NSS instance is realized in the virtualized environment. Otherwise this attribute shall be absent.


[bookmark: _Toc524616532]6.3.2.4	Notifications
The common notifications defined in subclause 6.5 are valid for this IOC, without exceptions or additions.
[bookmark: _Toc524616533]6.3.3	ServiceProfile
[bookmark: _Toc524616534]6.3.3.1	Definition
This <<DataType>> represents the properties of network slice related requirement that should be supported by the network slice instance in a 5G network.
[bookmark: _Toc524616535]6.3.3.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	serviceProfileId
	M
	T
	F
	T
	T

	sNSSAIList
	M
	T
	T
	F
	T

	pLMNIdList
	M
	T
	T
	F
	T

	perfReq
	M
	T
	T
	F
	T

	maxNumberofUEs
	O
	T
	T
	F
	T

	coverageAreaTAList
	O
	T
	T
	F
	T

	latency
	O
	T
	T
	F
	T

	uEMobilityLevel
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T


[bookmark: _Toc524616536]6.3.3.3	Attribute constraints
None.
[bookmark: _Toc524616537]6.3.3.4	Notifications
Not applicable.
[bookmark: _Toc524616538]6.3.4	SliceProfile
[bookmark: _Toc524616539]6.3.4.1	Definition
This <<DataType>> represents the properties of network slice subnet related requirement that should be supported by the network slice subnet instance in a 5G network.
[bookmark: _Toc524616540]6.3.4.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	sliceProfileId
	M
	T
	F
	T
	T

	sNSSAIList
	M
	T
	T
	F
	T

	pLMNIdList
	M
	T
	T
	F
	T

	perfReq
	M
	T
	T
	F
	T

	maxNumberofUEs
	O
	T
	T
	F
	T

	coverageAreaTAList
	O
	T
	T
	F
	T

	latency
	O
	T
	T
	F
	T

	uEMobilityLevel
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T


[bookmark: _Toc524616541]6.3.4.3	Attribute constraints
None.
[bookmark: _Toc524616542]6.3.4.4	Notifications
 Not applicable
 End of changes
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