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	First change


5.1.xx	Network slice subnet management with assigned priority
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To assign priority on existing network slice subnet instance(s).
	

	Actors and Roles
	Network slice subnet management service consumer. 
Network slice subnet management service provider (e.g. NSSMF)
	

	Telecom resources
	Network slice subnet instance (i.e. NSSI)
Network slice subnet management service provider 
	

	Assumptions
	Network slice subnet instance is deployed to support a communication service with priority, set by the operator.
	

	Pre-conditions
	This use case is based on the condition that operator requires a priority assigned to network slice subnet. 
	

	Begins when 
	The NSSI(s) should have been assigned with priority set by the operator. 
	

	Step 1 (M)
	The network slice management service provider identifies the NSSI(s) that needs to be associated with the priority, requested by authorized network slice subnet management service consumer.
The network slice management service provider assigns priority to the identified NSSI(s)
	Network slice subnet instance modification use case

	Step 2 (M)
	The network slice management service provider sends response to its authorized consumer about assigned priority on identified NSSI(s).
	

	Ends when 
	All the steps identified above are successfully completed. Network slice subnet priority was assigned by network slice subnet management service provider.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	
	

	Traceability 
	REQ-PRO_NSI-FUN-x
	



	Next change



[bookmark: _Toc523172979][bookmark: _Toc523173527][bookmark: _Toc523173703][bookmark: _Toc523173878]5.2.2	Requirements for network slice subnet provisioning service
REQ-PRO_NSSI-FUN-1	The network slice subnet provisioning service provider shall have the capability allowing its authorized consumer to request a network slice subnet instance.
REQ-PRO_NSSI-FUN-2	The network slice subnet provisioning service provider shall have the capability of interaction with NFVO via the NS lifecycle management interface.
REQ-PRO_NSSI-FUN-3	The network slice subnet provisioning service provider shall have the capability allowing its authorized consumer to send network slice subnet related requirements.
REQ-PRO_NSSI-FUN-4	The network slice subnet provisioning service provider shall have the capability allowing its authorized consumer to request to create a new NSSI or use an existing NSSI based on the network slice subnet related requirements.
REQ-PRO_NSSI-FUN-5	The network slice subnet provisioning service provider shall have the capability allowing its authorized consumer to request to associate the NS instance with corresponding NSSI.
REQ-PRO_NSSI-FUN-6	The network slice subnet provisioning service provider shall have the capability allowing its authorized consumer to request the configuration of the RAN NSSI constituents with the RRM policy information for simultaneous support of multiple NSIs.
REQ-PRO_NSSI-FUN-7	The network slice subnet provisioning service provider shall have the capability allowing its authorized consumer to obtain network slice subnet instance information.
REQ-PRO_NSSI-FUN-8	The network slice subnet provisioning service provider shall have the capability of allowing its authorized consumer to request the deallocation of a network slice subnet instance.
REQ-PRO_NSSI-FUN-9	The network slice subnet provisioning service provider shall have the capability allowing its authorized consumer to request activation of a network slice subnet instance.
REQ-PRO_NSSI-FUN-10	The network slice subnet provisioning service provider shall have the capability allowing its authorized consumer to request deactivation of a network slice subnet instance.
REQ-PRO_NSSI-FUN-11	The network slice subnet provisioning service provider shall have the capability allowing its authorized consumer to request modification of a network slice subnet instance.
REQ-PRO_NSSI-FUN-12	The network slice subnet provisioning service provider shall have the capability allowing its consumer to obtain information regarding available network slice subnet resources.
REQ-PRO_NSSI-FUN-13	The network slice subnet provisioning service provider shall have the capability allowing its authorized consumer to obtain the feasibility of provisioning a network slice subnet instance.
REQ-PRO_NSSI-FUN-14	The network slice subnet provisioning service provider shall have the capability to satisfy the request to consume the NF provisioning service.
REQ-PRO_NSSI-FUN-15	The network slice subnet provisioning service provider shall have the capability to expose limited management capability to its consumer according to mutual agreement.
REQ-PRO_NSSI-FUN-16	The network slice subnet provisioning service provider shall have the capability allowing its consumer to provide slice specific operation information for the (re)configuration to a NSSI.
REQ-PRO_NSI-FUN-x	The network slice subnet provisioning service provider shall have the capability allowing its authorized consumer to assign priority of a network slice subnet.
	End of changes



