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6.6.2
1 3GPP Work Plan status

Percentage of completion: 80% (previously 50%)
Estimated completion date: SA#83 - March 2019
2 Technical Progress status

Summary of progress:
· Six pCRs were submitted and discussed.  Three were approved, three to be revised.
· One discussion paper was submitted, discussed, and is to be revised.
· A revision to the SID was presented, requesting a new TR number in the 28.8xy series, and approved.
· Discussed methods for mapping 3GPP 5G alarm notifications and PM data on ONAP VES JSON Collector API, and adding 3GPP fault supervision coverage by ONAP
· Discussed adding an example of 3GPP MnS Provider using DCAE interfaces 
· Added a specific JSON notification header example rather than a generic one
· Presentation sheet of TR 28.900 to SA#82 for Information, has been approved

Outstanding issues: None.
3 Minutes

The RG session was held on Wednesday 14th November, Q3.
	Tdoc
	Title/Discussion/Conclusion
	Source 

	S5-187159
	pCR 28.900 Add example of 3GPP MnS Provider using interfaces provided by ONAP DCAE
Discussion that ONAP analytic entity is an internal component. It is up to SA5 whether or not we want to endorse it. Northbound interfaces are internal to ONAP
“FM transport interface” and “PM transport interface” are southbound interfaces, not northbound as shown

Figure implies DMAP interfaces. Text and figure aren’t consistent.
Revised to S5-187467
	Huawei

	S5-187236
	pCR 28.900 Example of a notification header
Replace skeleton JSON example with complete example.
Approved
	Ericsson Japan K.K.

	S5-187254
	Discussion Paper on options for mapping 3GPP 5G alarm notifications on ONAP VES JSON Collector API
Agreed to delete middle columns in Option 1 table.  Comments about EventID and NotificationID not the same. Clarifications needed to Option 2.
Revised to S5-187468
	AT&T, Deutsche Telekom, Orange

	S5-187257
	pCR TS 28.900 – Options for mapping 3GPP 5G alarm notifications on ONAP VES JSON Collector API
Need to clarify to whom the recommended changes apply (ONAP or 3GPP)
Revised to S5-187469
	AT&T, Deutsche Telekom, Orange

	S5-187258
	pCR TS 28.900 – Mapping 3GPP 5G PM data reporting on ONAP VES JSON Collector API
Comment to remove JSON example
Revised to S5-187470
	AT&T, Deutsche Telekom, Orange

	S5-187259
	pCR TS 28.900 – ONAP Heartbeat and Event Throttling
Short discussion of heartbeat and event throttling.
Approved
	AT&T, Deutsche Telekom, Orange

	S5-187261
	pCR TS 28.900 – 3GPP Fault Supervision operations
Action point to clarify ‘xNF’ in the context of this TR
Approved
	AT&T, Deutsche Telekom, Orange

	S5-187262
	Revised SID on integration of ONAP DCAE and 3GPP management architecture
Proposes to change TR from a 28.900 series document to a 28.8xy series.  Rationale is that the TR is for internal use and will not be maintained for future releases.
Approved.
	AT&T, Orange

	S5-187264
	Presentation of TR 28.900 for Information to SA#82
Expect that the DCAE portion of the TR will be at 80% completion after this meeting and the CM portion will be at 40%, for a combined level of 60%.
Approved.
	AT&T, Orange
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