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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1]
3GPP TR 28.812 Study on Scenarios for Intent driven management services for mobile networks v0.1.0.
3
Rationale

This contribution proposes to add concept for utilization intent.
4
Detailed proposal

It is proposed to make the following changes to TR 28.812 [1].
	1st Change


4.1.X
Concept for utilization of intent
4.1.X.1
Overview
The following figure illustrates two types for utilization of intent:

· Intent for communication service management

· Intent for network management 
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Figure 4.1.X.1-1 Concept for utilization of intent 
4.1.X.2
Intent for communication service management
Intent for communication service management enables Communication Service Consumer (CSC) to provide communication service management related intent to CSP.  The CSC only express communication service management related intent to the CSP, and the CSP translate the received intent to network management related intent or detailed network deployment requirements. For example, CSC express intent that 5 million smart meter UEs in the specified area will access to the communication service to CSP, CSP translate it to network management related intent that modify an existing mIoT network slice instance to support additional 5 million UEs.
4.1.X.3
Intent for network management
Intent for network management enables CSP to provide network management related intent to Network Provider. The CSP only express network management related intent to the Network Provider, the Network Provider translate this intent to the detailed network deployment requirements. For example, the CSP express the intent that modify an existing mIoT network slice instance to support additional 5 million UEs to Network Provider, the Network Provider translate it to network topologies and network configuration.
Intent for network management also enable Network Provider to provide network management related intent to other Network Provider. The Network Provider only express network management related intent to other Network Provider, other Network Provider translate this intent to the detailed network configuration. For example Network Slice Provider express the intent that traffic load balance for the specified area is needed to Network Slice Subnet Provider, Network Slice Subnet Provider translate it to cell configuration and load balance policy.
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