Page 1



3GPP TSG-SA5 Meeting #122
S5-187360
 Spokane,US, 12-16 November 2018
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	28.533
	CR
	0008
	rev
	1
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:

	Add usecase and requirements for MnS Query

	
	

	Source to WG:
	Huawei

	Source to TSG:
	S5

	
	

	Work item code:
	NETSLICE
	
	Date:
	2018-11-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	As the group agreed in S5-186476 way forward for MnS discovery, the MnSQuery should be supported in Rel-15. Currently, there is no usecase and requirements for MnS Query in TS 28.531.

	
	

	Summary of change:
	Add usecase and requirements for MnS information query.

	
	

	Consequences if not approved:
	The MnS Query will be not supported in this specification.

	
	

	Clauses affected:
	X(new),X.1(new),X.1.1(new),X.2(new), X.2.1(new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	First change


X
Use cases and requirements
X.1
Use cases
X.1.1
MnS query
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Enable MnS discovery service consumer to obtain the available MnS instance(s).
	

	Actors and Roles
	MnS discovery service consumer 
	

	Telecom resources
	MnS discovery service producer

	

	Assumptions
	MnS discovery service consumer is authorized to obtain the available MnS instance(s) from MnS discovery service producer.
	

	Pre-conditions
	Information of MnS instance(s) is existed in MnS discovery service producer.
	

	Begins when 
	MnS discovery service consumer wants to obtain the available MnS instance(s).
	

	Step 1 (M)
	MnS discovery service consumer sends a request to MnS discovery service provider to obatin the available MnS instances with MnS requirements (e.g. MnS type (e.g. provisioning MnS, fault supervision MnS, performance assurance MnS), requirement description for MnS components (e.g. class name and/or instance information of the managedObject)).
	

	Step 2 (M)
	MnS discovery service producer decides the available MnS instance(s) to satisfy the received MnS requirements.
	

	Step 3 (M)
	MnS discovery service producer sends the available MnS instance with some information (e.g. MnS Id, MnS component information, MnS producer information) to MnS discovery service consumer.
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the mandatory steps fails.
	

	Post-conditions
	MnS discovey service consumer has obtained the the available MnS instance(s) and be ready to use this MnS instance.
	

	Traceability 
	REQ-MnSD-FUN-X
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X.2
Requirements
 X.2.1
Requirements for MnS discovery service

REQ-MnSD-FUN-X
The MnS discovery service producer shall have the capability allowing its authorized consumer to obtain the available MnS instance(s).
	End


