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	First change


[bookmark: _Toc523172976][bookmark: _Toc523173524][bookmark: _Toc523173700][bookmark: _Toc523173875]5.1.yy	Management interaction with NFV MANO for network service priority
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To enable the authorized consumer to request creation of a 3GPP sub-network, management interactions with NFV MANO is needed. This management interaction will assign priority on NFV NS(s).
	

	Actors and Roles
	An authorized consumer of 3GPP sub-network creation.
	

	Telecom resources
	VNF package(s) of the virtualized part of 3GPP NF(s);
NSD(s) of the NS(s);
ETSI NFV MANO system;
	

	Assumptions
	N/A

	

	Pre-conditions
	The ETSI NFV VNF package(s) of the virtualized part of 3GPP NF(s) have been on-boarded to ETSI NFV MANO system;
The ETSI NFV NSD(s) used to instantiate NS(s) for realizing the 3GPP sub-network have been on-boarded to ETSI NFV MANO system.
	

	Begins when 
	The authorized consumer needs to create a 3GPP sub-network. This creation operation also needs to assign priority on 3GPP sub-network and on related ETSI NFV NS(s).
	

	Step 1 (M)
	The authorized consumer requests the 3GPP sub-network creation service producer to create a 3GPP sub-network. 
	

	Step 2 (M)
	The sub-network creation service producer interacts, or requests another sub-network creation service producer to interact, with ETSI NFV MANO system to instantiate the NS(s) realizing the 3GPP sub-network. 
	

	Step 3 (M)
	ETSI NFV MANO is informed about NS priority. 
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	The 3GPP sub-network has been created. Network service priority is identified by NFVO to support the 3GPP sub-network.
	

	Traceability 
	REQ-PRO_NW-FUN-1, REQ-PRO_NW-FUN-2
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