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1
Decision/action requested

The group is asked to discuss and approve the contribution.
2
References
[a]
TS 28.310 v0.1.0: “Management and orchestration; Energy efficiency of 5G; Concepts, use cases and requirements”.
3
Rationale

This pCR proposes to add specification-level requirements and use cases for Data Volume measurement.
4
Detailed proposal
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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
ETSI ES 203 228: "Environmental Engineering (EE); Assessment of mobile network energy efficiency".

[3]
ETSI ES 202 336-1 V1.2.1: "Environmental Engineering (EE); Monitoring and Control Interface for Infrastructure Equipment (Power, Cooling and Building Environment Systems used in Telecommunication Networks) Part 1: Generic Interface".

[4]
ETSI ES 202 336-12 V1.1.1: "Environmental Engineering (EE); Monitoring and control interface for infrastructure equipment (power, cooling and building environment systems used in telecommunication networks); Part 12: ICT equipment power, energy and environmental parameters monitoring information model".
[a]
3GPP TS 28.550: "Management and orchestration; Performance assurance".
[b]
3GPP TS 28.531: "Management and orchestration; Provisioning".
[c]
3GPP TS 28.545: "Management and orchestration; Fault Supervision (FS)".
[d]
3GPP TS 32.432: "Telecommunication management; Performance measurement: File format definition".

[e]
3GPP TS 32.435: "Telecommunication management; Performance measurement; eXtensible Markup Language (XML) file format definition".

[f]
3GPP TS 32.436: "Telecommunication management; Performance measurement: Abstract Syntax Notation 1 (ASN.1) file format definition".
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5
Specification level requirements
5.1
Use cases
5.1.1
Data Volume (DV) collection
5.1.1.1
Applicability 
The use cases for Data Volume measurement control, data file reporting and streaming in the following clauses 5.1.1.x are valid for all 5GS network functions. 
5.1.1.2
DV measurement control 
Use cases specified in [a] – clause 5.1.1.1 ("NF measurement job control service") – apply for measurement job control of Data Volume.
Depending on scenarios, NF measurement job control services may not exist. In such a case, the NF measurement control of DV may be achieved as specified in [b] – clause 5.1.18 ("Configuration of a 3GPP NF instance").
Traceability: REQ-DVMCS-FUN-001, REQ-DVMCS-FUN-002, REQ-DVMCS-FUN-003, REQ-DVMCS-FUN-004, REQ-DVMCS-FUN-005.
5.1.1.3
DV measurement data file reporting 
Use cases specified in [a] – clause 5.1.1.2 – apply for Data Volume measurement data file reporting, in compliance with [d], [e], [f].
Traceability: REQ-DVFRS-FUN-010, REQ-DVFRS-FUN-011.
5.1.1.4
DV measurement data streaming 
Editor’s note: this is FFS.
5.2
Requirements
5.2.1
Requirements for Data Volume (DV) measurement
5.2.1.1
Applicability 
The requirements for Data Volume measurement control, data file reporting and streaming in the following clauses 5.2.1.x are valid for all 5GS network functions. 
5.2.1.2
Requirements for DV measurement control 
REQ-DVMCS-FUN-001: The management service producer responsible for DV measurement control shall have the capability allowing its authorized consumer to request starting the collection of DV measurement data of NF(s).
REQ-DVMCS-FUN-002: The management service producer responsible for DV measurement control shall have the capability allowing its authorized consumer to indicate the reporting method, granularity period, reporting period, etc. for DV measurement data of NF(s).
REQ-DVMCS-FUN-003: The management service producer responsible for DV measurement control shall have the capability to generate the DV measurement data of NF(s) according to the request of the consumer.
REQ-DVMCS-FUN-004: The management service producer responsible for DV measurement control shall have the capability allowing its authorized consumer to request stopping the collection of DV measurement data of NF(s).
REQ-DVMCS-FUN-005: The management service producer responsible for DV measurement control shall have the capability allowing its authorized consumer to query the information about the ongoing collection of DV measurement data of NF(s).
5.2.1.3
Requirements for DV measurement data file reporting 
REQ-DVFRS-FUN-010:
The management service producer responsible for DV performance data file reporting shall have the capability to send the notification about DV performance data (of NF(s)) file ready to its authorized consumer.

REQ-DVFRS-FUN-011:
The management service producer responsible for DV performance data file reporting shall have the capability to allow its authorized consumer to fetch the DV performance data (of NF(s)) file.
5.2.1.4
Requirements for DV measurement data streaming service

Editor’s note: this is FFS.


5.2
Actors and roles

5.3
Telecom resources

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


