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1          Decision/action requested
To approve the contribution.
2 
References

3          Rationale
Add business level requirements text to the skeleton.
4         Detailed proposal

First change.
6
Business level requirements
6.1 
Requirements

REQ-POM_PO-CON-1 3GPP management system should be able to support the capability to create/query/update/delete/activate/de-activate the network policy. 



6.2 
Actor roles

See detailed actors and roles for each use case in clause 6.4.
6.3 
Telecommunication resources

See detailed telecommunication resources for each use case in clause 6.4.
6.4
High-level use cases
6.4.1
Create a policy in the context of NFV
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	To create a policy such as deploying the SBC from IMS and P-GW from EPC in the same Data Center.
	

	Actors and Roles
	3GPP management system (NM, EM) creates a policy.
	

	Telecom resources
	3GPP management system (NM, EM).
	

	Assumptions
	3GPP management systems are running normally, scenarios and policy requirements are clearly defined.
	

	Pre conditions
	The systems is correctly configured and normally running.
	

	Begins when 
	Operator triggers some conditions to create a policy.
	

	Step 1 (M)
	The operator sets up a policy in the 3GPP management system (NM/EM) 
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post Conditions
	The policy is created and stored in the 3GPP management system.
	

	Traceability 
	REQ-POM_PO-CON-1
	


6.4.2
Delete a policy in the context of NFV
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	To delete an existing policy such as deploying the SBC from IMS and P-GW from EPC in the same Data Center. 
	

	Actors and Roles
	3GPP management system (NM, EM) deletes a policy.
	

	Telecom resources
	3GPP management system (NM, EM)
	

	Assumptions
	3GPPmanagement systems are running normally, scenarios and policy requirements are clearly defined.
	

	Pre conditions
	The systems is correctly configured and normally running.
	

	Begins when 
	Operator triggers operations to delete a policy.
	

	Step 1 (M)
	The operator delete a policy in the 3GPP management system (NM/EM) 
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post Conditions
	The policy is deleted in the 3GPP management system.
	

	Traceability 
	REQ-POM_PO-CON-1
	


6.4.3
Update a policy in the context of NFV
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	To update a policy, for example, deploying the SBC and P-GW in the same data center to the different data center. 
	

	Actors and Roles
	3GPP management system (NM, EM) updates a policy.
	

	Telecom resources
	3GPP management system (NM, EM)
	

	Assumptions
	3GPP management systems are running normally, scenarios and policy requirements are clearly defined.
	

	Pre conditions
	The systems is correctly configured and normally running,and has storages a policy.
	

	Begins when 
	Operator triggers operations to update a policy.
	

	Step 1 (M)
	The operator updates a policy in the 3GPP management system (NM/EM) 
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post Conditions
	The policy is updated in the 3GPP management system.
	

	Traceability 
	REQ-POM_PO-CON-1, 
	


6.4.4
Query a policy in the context of NFV
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	To query a policy. 
	

	Actors and Roles
	3GPP management system (NM, EM) querys a policy.
	

	Telecom resources
	3GPP management system (NM, EM)
	

	Assumptions
	3GPP management systems are running normally, scenarios and policy requirements are clearly defined.
	

	Pre conditions
	The systems is correctly configured and normally running, and has storages a policy.
	

	Begins when 
	Operator triggers operations to query a policy.
	

	Step 1 (M)
	The operator querys a policy in the 3GPP management system (NM/EM) 
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post Conditions
	The policy information is returned correctly in the 3GPP management system.
	

	Traceability 
	REQ-POM_PO-CON-1
	


6.4.5
Activate a policy in the context of NFV
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	To activate a policy such as deploying the SBC from IMS and P-GW from EPC in the same Data Center.
	

	Actors and Roles
	3GPP management system (NM, EM) activates a policy.
	

	Telecom resources
	3GPP management system (NM, EM)
	

	Assumptions
	3GPP management systems are running normally, scenarios and policy requirements are clearly defined.
	

	Pre conditions
	The systems is correctly configured and normally running,and has storages a policy.
	

	Begins when 
	Operator triggers operations to activate a policy.
	

	Step 1 (M)
	The operator update a policy in the 3GPP management system (NM/EM) 
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post Conditions
	The policy is activated in the 3GPP management system.
	

	Traceability 
	REQ-POM_PO-CON-1
	


6.4.6
Deactivate a policy in the context of NFV
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	To deactivate a policy such as deploying the SBC from IMS and P-GW from EPC in the same Data Center. 
	

	Actors and Roles
	3GPP management system (NM, EM) deactivates a policy.
	

	Telecom resources
	3GPP management system (NM, EM)
	

	Assumptions
	3GPP management systems are running normally, scenarios and policy requirements are clearly defined.
	

	Pre conditions
	The systems is correctly configured and normally running, and has storages a policy that is activated
	

	Begins when 
	Operator triggers operations to deactivate a policy.
	

	Step 1 (M)
	The operator update a policy in the 3GPP management system (NM/EM) 
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post Conditions
	The policy is deactivated and can not be used in the 3GPP management system.
	

	Traceability 
	REQ-POM_PO-CON-1
	


6.4.7
Reporting  policy conflicts in the context of NFV
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	To report policy conflicts. For example, the original policy is to deploy the SBC and P-GW in the same Data Center. But without deleting the original policy, a new policy that deployting the DBC and P-GW in different Data Center is created and active.
	

	Actors and Roles
	3GPP management system (NM, EM) reports policy conflicts.
	

	Telecom resources
	3GPP management system (NM, EM).
	

	Assumptions
	3GPP management systems are running normally, scenarios and policy requirements are clearly defined.
	

	Pre conditions
	The systems is correctly configured and normally running, and two created policies with potential conflicts are activated at the same time.
	

	Begins when 
	Operator triggers operations to execute two policys at the same time.
	

	Step 1 (M)
	The operator update a policy in the 3GPP management system (NM/EM) .
	

	Ends when
	Ends when all mandatory steps identified above are successfully completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails.
	

	Post Conditions
	Policys conflict, the system reports policy conflicts.
	

	Traceability 
	REQ-POM_PO-CON-1
	


End of changes.
