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5.2.2.1	Introduction
The service operations defined for Nchf_ ConvergedCharging are shown in table 5.2.2.1-1.
Table 5.2.2.1-1: Nchf_ ConvergedCharging Operations 
	Service Operation Name
	Description
	Initiated by
	Corresponding Converged charging messages in 3GPP TS 32.290[58] 

	Nchf_ ConvergedCharging_Create
	First Interrogation of unit reservation;
And/or initial report of service usage.
	NF consumer
	Charging Data Request/Response [Initial]

	
	One Time request for the service.
	
	Charging Data Request/Response [Event]

	Nchf_ ConvergedCharging_Update
	Intermediate Interrogation for subsequent units reservation when:
· the granted service unit for one rating group are spent
· expiry of granted service units validity time
· service events occur, which might affect the  rating of the current service 
And/or Intermediate report of service usage.
	NF consumer 
	Charging Data Request/Response [Update]

	Nchf_ ConvergedCharging_Release
	Final Interrogation without any unit reservation
And/or last report of service usage.
	NF consumer
	Charging Data Request/Response [Termination]

	Nchf_ ConvergedCharging_Notify
	Request that the user be re-authorized or the charging session context be terminated.
	CHF
	Charging Notify Request/Response
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[bookmark: _Toc533869112]5.2.2.2	Nchf_ConvergedCharging_Create Operation
The Nchf_ConvergedCharging_Create service operation provides means for NF (CTF) to request quotas for service delivery or initial report of service usage. 
The following procedures using the Nchf_ConvergedCharging_Create service operation are supported:
-	No existing charging data resource.



Figure 5.2.2.2-1: Nchf_ ConvergedCharging_Create Service Operation
1.  NF (CTF) sends a Nchf_ConvergedCharging_Create request to the CHF to create resource for starting charging. Rrequested quota and notification URI for Nchf_ConvergedCharging_Notify service operation are included in the request body.
2a.  At successful operation, "201 Created" response is returned. In the "201 Created" response, the CHF includes a Location header field and the allocated quota in the body. The Location header field shall contain the URI of the created resource. The NF (CTF) shall use the URI received in the Location header in subsequent requests to the CHF for the same PDU session.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.1.3.2.3.1-3 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.1.7.3-1.
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