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	First change to TS 32.290



[bookmark: _Toc525289552]6.X 	Nchf_OfflineCharging service
[bookmark: _Toc525289553]6.X.1	General
Service description: The OfflineCharging service provides charging for session and event based NF services. This OfflineCharging service offers charging: 
-	Charging information record generation
Service description: The OfflineCharging service provides charging for session and event based NF services. This OfflineCharging service offers charging: 
-	Charging information record generation
The following table shows the CHF Services and CHF Service Operations.
Table 6.X.1-1: NF services provided by the CHF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nchf_OfflineCharging
	Create
	Request/Response
	SMF

	
	Update
	Request/Response
	SMF

	
	Release
	Request/Response
	SMF

	
	Notify
	Notify
	SMF



The input and output parameters described in the clauses below are common to all NF Consumers. The usage of these common parameters and additional NF Consumer specific parameters are specified in dedicated charging specifications.
[bookmark: _Toc525289554]6.X.2	Nchf_OfflineCharging_Create service operation
Service operation name: Nchf_OfflineCharging_Create
Description: Provides charging capabilities before service delivery, offers charging information record generation. Provides means for the NF Consumer to create the resource of the charging session. The operation also makes an implicit subscribe to notification of events in CHF that requires re-authorization or abort.
The service operation may open a CDR in the CHF, based on the information provided by the NF Consumer.
Known NF Consumers: SMF.
Inputs, Required: Subscriber identifier, either service identification or rating group.
Inputs, Optional: destination address, provider, location information, time and date.
Outputs, Required: Result indication.
Outputs, Optional: triggers.
[bookmark: _Toc525289555]6.X.3	Nchf_OfflineCharging_Update service operation
Service operation name: Nchf_OfflineCharging_Update
Description: Provides charging capabilities during service delivery, charging information record generation.
If the trigger conditions occurs, this operation may cause update of the CDR or production of an interim CDR in the CHF.
Known NF Consumers: SMF.
Inputs, Required: Subscriber identifier, session identifier, reporting reason.
Inputs, Optional: None.
Outputs, Required: Result indication.
Outputs, Optional: triggers.
[bookmark: _Toc525289556]6.X.4	Nchf_OfflineCharging_Release service operation
Service operation name: Nchf_OfflineCharging Release_
Description: Provides charging capabilities after service delivery, charging information record generation. Provides means for the NF Consumer to release the resource of charging session information.
The charging delete request is used to close the CDR in the CHF if it has been opened. 
Known NF Consumers: SMF.
Inputs, Required: Subscriber identifier, session identifier, release reason.
Inputs, Optional: None.
Outputs, Required: Result indication.
Outputs, Optional: None.
[bookmark: _Toc525289557]6.X.5	Nchf_OfflineCharging_Notify service operation
Service operation name: Nchf_OfflineCharging_Notify
Description: Provides notification to NF consumers of the subscribed events.
CHF provides the re-authorization type notificationthat would lead NF consumers to send an Nchf_OfflineCharging_Update reporting the current usage.
CHF provides the abort type notification that would lead NF consumers to send an Nchf_OfflineCharging_ Release to terminate the charging session.
Known NF Consumers: SMF.
Inputs, Required: Subscriber identifier, notification type 
Inputs, Optional: rating group, service id.
Outputs, Required: Result indication.
Outputs, Optional: None



