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	Reason for change:
	In TS 28.552 (15.1.0), both Number of PDU sessions (Mean) and Number of PDU session creation requests, two measuments are included.
The mean number of PDU sessions of network and network Slice Instance KPI should have right measurement properly. 


	
	

	Summary of change:
	Add the following KPI definition:
· Mean number of PDU sessions in use of network and network Slice Instance


	
	

	Consequences if not approved:
	The mapping of the measurement and the corresponding KPI will be failed. 
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	1st Change


[bookmark: _Toc532551005]
6.4	Utilization KPI
6.4.x	Mean number of PDU sessions in use of network and network Slice Instance
a)	Mean number of PDU sessions of Single Network Slice Instance.
b)	This KPI describes the mean number of PDU sessions that are established and are still not terminated in a network slice instance. 
c)	This KPI is obtained by mean number of PDU sessions in use by SMFs which is related to the network slice instance.
d)	PDUSesMeanNbr=Sum (SM.SessionNbrMean) over SMFs.
e)	PDUSessionNum
f)	5GS
g)	Utilization
h)	Integer
i)	MEAN

	2nd Change




[bookmark: _Toc524333073][bookmark: _Toc524332465]A.4	Use case for mean PDU sessions number in Network Slice instance 
It is necessary to evaluate the mean PDU session number in use and created separately in the network slice instance to indicate system load level. For example, if the mean value of the PDU sessions is high, maybe the system capacity should be increased. This KPI is focusing on network view.
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