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	Start of 1st change



[bookmark: _Toc532455287][bookmark: _Toc522967373]6	Use cases and requirements
[bookmark: _Toc532455288]6.1	Use cases
6.1.Y	MnS exposure governance
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	To provide different MnS exposures.
	

	Actors and Roles
	MnS exposure governance consumer, MnS consumer
	

	Telecom resources
	MnS exposure governance provider.
	

	Assumptions
	N/A
	

	Pre-conditions
	One or more MnS is exposed.
	

	Begins when 
	MnS exposure governance consumer (e.g. operator) wants to configure different MnS exposures.
	

	Step 1 (M)
	MnS governance exposure consumer request, from MnS exposure governance provider, different exposures of one or more MnS.
	

	Step 2 (M)
	MnS exposure governance provider, based on MnS exposure governance consumer request (e.g. governance of specified operation, MOI, etc.), enforces different exposures of one or more MnS.
	

	Ends when
	Different exposures of MnS are provided to MnS consumer.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	MnS consumer consumes specific exposures of one or more MnS instance.
	

	Traceability
	REQ-5GDMS-FUN-Y, REQ-5GDMS-FUN-Z
	



	Start of 2nd change


[bookmark: _Toc532455290]6.2	Requirements
[bookmark: _Toc532455291]6.2.X	Requirements for MnS instance exposure governance
REQ-5GDMS-FUN-Y	The MnS instance exposure governance producer shall have the capability allowing its authorized MnS instance exposure governance consumer to request different exposures of MnS instances.
[bookmark: _GoBack]REQ-5GDMS-FUN-Z	The MnS instance exposure governance producer shall have the capability to provide different exposures of MnS instances for different authorized MnS consumers.
	End




